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UNCASVILLE, CT 06382 

(860) 848-3030 Ext. 721 

 

TOWN OF MONTVILLE - INVITATION TO BID  

BID # 16-10 
The Town of Montville is interested in receiving bids for an outside portable staging system.  A copy of the 

specifications are available at www.montville-ct.org.  All proposals must be in a sealed envelope marked 

“Outside Portable Staging System” and must be received at the Finance Office at 310 Norwich New London 

Tpke, Uncasville, CT 06382 no later than 6/3/2016 at 10:00 AM. A Company official must sign all bids.  

 

 

Outside Portable Staging 

Bid Specifications 

 
Introduction: 

 The Town of Montville is looking to purchase a portable outside stage with dimensions 

of 20 feet by 24 feet and variable height from 8-32 inches high with accompanying stairs.  We 

will consider as an alternative a single height stage of 24 inches.  The stage will be used 

primarily for outside performance by bands and special events held in our community.  The stage 

should also be easily set up and taken down by two or more people and include a dolly system 

for transportation and storage.  All specifications are to be met or exceeded as described below.  

It is the responsibility of the vendor to prove an equal or better material or product. 

 

Function: 

 The deck shall be portable and provide a playing surface for a variety of indoor and 

outdoor events. It shall be modular to allow for different configurations by the owner.  No 

components requiring manual lifting shall weigh more than 130 pounds. 
 

01 – General Information  
The design and quality of materials used and workmanship shall be equal to or exceed "Acceptable 

Performance Staging and Seating Riser Standards", as noted below.  

Installation drawings and instructions shall be provided by the Manufacturer.  

 

02 – Acceptable Performance Staging and Seating Riser Standards  
A. The system shall incorporate a "Floating Deck" design, permitting owner to use modular decks in 

conjunction with various support systems to create performance staging or seating risers, with 

heights ranging from 8” to 32”.  

B. This "Floating Deck", when coupled with a support system, shall permit the creation of a 

performance stage or seating riser.  

C. The decks used for this system shall be reversible, having two usable performance surfaces.  

D. Assembly of this system shall not require any special equipment.  

E. No components requiring manual lifting shall weigh more than 130 pounds.  

 

03– Performance Stage and Seating Riser – Decks 
 

A. The deck shall be a composite structure featuring skins of 1/4" exterior grade Douglas fir plywood 

bonded to a 3/8" cell treated honeycomb core material with a waterproof urethane adhesive.  
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B. The deck shall have two playing surfaces, TechStage a .095” playing surface of fiberglass 

reinforced polymeric with black texture; PolyTrac a black, slip-resistant ABS; or a commercial grade 

polyolefin carpet.  

C. An edging of 6005 aluminum with a T-5 temper shall enclose the deck, and shall have an interlock 

track to receive accessories such as stair brackets, skirting, interlock clips, etc. It shall either be clear 

anozide or finished with a non-glare polyester coating using the baked on powder-coat method and 

shall be attached to the deck with adhesives and riveted corner brackets.  

D. Decks shall not be permanently committed to a given support system but shall function with 

several support structures available from the manufacturer.  

E. The deck shall be so designed as to support a load of 125 pounds per square foot.  

F. There shall be no bolts or welded joining of components in deck construction. The structure shall 

be laminated with the finest adhesives to give maximum life. Such construction shall also reduce 

drum head phenomena expressed in typical construction. 

 

04 – Performance Stage and Seating Riser – Support System  
A. The support system shall be a StageRight Z-800 series, or equivalent.  

B. It shall be fabricated from DOM or HREW steel tubing with members being sized as follows:  

a. Main columns: 1.25" diameter  

b. Inner column: 1.25" diameter  

c. Cross Braces: 1" x 2"  

C. A finish of baked-on non-glare black polyester powder coat shall be standard.  

D. Coarse height adjustments, in increments of 2" on center shall be provided with an additional fine 

adjustment of 1.25" via a screw foot.  

E. The fine screw foot adjuster shall be no less than 3/8" diameter. The bottom of the foot shall be 

molded non-marring plastic.  

 

05 – Performance Stage and Seating Riser – Stairways – Tilt & Tote  
A. The stair shall be of Tilt & Tote design and shall require only one person to install and transport to 

storage.  

B. The stair shall have casters mounted to one side for ease of transport. Casters will not engage the 

floor while stair is in use.  

C. The stair will mount to the edge of the stage without the use of tools.  

D. The stair tread shall be 12" deep x a minimum of 36" wide, and be constructed of 1/2 BCX 

Douglas Fir Plywood. The tread will be coated with a black, non-skid, polymeric resin.  

E. The leading edge of each tread will have a white bullnose to clearly define the step edge. The 

extruded TPR material will be permanently laminated to the stair tread.  

F. The Tilt & Tote stair frame and tread frame will be manufactured with HREW ASTM 513 steel 

tubing. Handrails will be round and tread frames square.  

 

06 – Performance Stage and Seating Riser – Guardrails  
A. Guardrail shall be of welded construction using 1-1/2" diameter steel tubing.  

B. Top rail shall be 42" high with a middle rail 21" high. ADA Guardrails shall have vertical 

stanchions that meet the 4” sphere code.  

C. A standard finish of non-glare black polyester shall be applied, using the baked-on powder coating 

method.  

D. The guardrails shall install on any StageRight panel to function at any height.  

 

07 – Performance Stage and Seating Riser – Transports  
A. Transports for decks, supports, stairways, guardrails, shall be welded steel tubing construction 

with fork truck access on four sides. They shall have a minimum of 4 heavy duty casters. 
As individually specified, trucks shall contain their intended load in a secure and organized manner. 
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The Town of Montville reserves the right to reject any or all bids and waive any informalities or 

irregularities in the bid procedure or bids. 

 

The Town may hold the bids for a period not to exceed sixty (60) days from the date of the bid 

opening to review the bids and investigate the bidders’ qualifications prior to awarding the 

contract. 

 

All bidders are advised the Town of Montville has enacted through resolutions the following 

special conditions concerning Town bids and purchases. 

 

1. For all Town purchases of goods and services not utilizing State or Federal funds, any 

Town bidder that has submitted a bid not more than 15% (fifteen percent) higher than 

the low bid may be awarded the project provided such Town based bidder agrees to 

accept the award of the bid at the amount of the low bid.  If more than one Town 

based bidder has submitted bids not more than 15% (fifteen percent) higher than the 

low bid, and have agreed to accept the award of the low bid, the lowest responsible 

bidder shall be the one of such Town based bidders that submitted the lowest bid.  

That within the bidding process that all businesses claiming to be Montville 

businesses, provide the Finance Department (Assessor’s Section) with sufficient 

documentation to prove that they are in compliance with property tax assessments, 

including motor vehicle tax assessments. 

 

2. Seller agrees that as a condition of his sale of goods and/or services to the Town of 

Montville, the Town of Montville will be authorized to deduct from the proceeds due 

Seller an amount not to exceed 25% of the total amount due Seller.  Said amount is to 

be applied against any unpaid and overdue taxes, assessments, fees, or other charges 

levied by the town of Montville or any agency thereof against the Seller.  The Seller 

further agrees that Seller shall insure that Seller has the right to withhold an amount 

not to exceed 25% from each subcontractor working for the Seller, and providing 

goods and/or services to the Town of Montville, and to remit such withheld money to 

the Town in full or partial satisfaction of any unpaid and overdue taxes, assessments, 

fees, or other charges levied by the Town of Montville or any agency thereof against 

such subcontractor. 

 

Theresa Hart 

Finance Director 

 

 

 


