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TOWN OF MONTVILLE - INVITATION TO BID
BID #16-11

The Town of Montville is interested in receiving bids for the construction of Fair Oaks Community
Center Site Improvements for the Town of Montville. A copy of the plans and specifications is
available at www.montville-ct.org.

All proposals must be sealed and must be received at the Finance Office prior to the due date. All bids
are due no later than Tuesday at 10:00 AM. All bids must be in a sealed envelope marked “Fair
Oaks Community Center Site Improvements”. A Company official must sign all bids. At 10:00
AM. on June 14, 2016, the bids will be opened publicly and read aloud in the Finance Office at 310
Norwich New London Tpke, Uncasville, CT 06382.

The Town may hold the bids for a period not to exceed sixty (60) days from the date of the bid opening
to review the bids and investigate the bidders’ qualifications prior to awarding the contract.

The construction can be initiated only after July 1, 2016.

The Town of Montville reserves the right to reject any or all bids and waive any informalities or
irregularities in the bid procedure or bids.

All bidders are advised the Town of Montville has enacted through resolutions the following special
conditions concerning Town bids and purchases.

1. For all Town purchases of goods and services not utilizing State or Federal funds, any Town bidder
that has submitted a bid not more than 15% (fifteen percent) higher than the low bid may be
awarded the project provided such Town based bidder agrees to accept the award of the bid at the
amount of the low bid. If more than one Town based bidder has submitted bids not more than 15%
(fifteen percent) higher than the low bid, and have agreed to accept the award of the low bid, the
lowest responsible bidder shall be the one of such Town based bidders that submitted the lowest
bid. That within the bidding process that all businesses claiming to be Montville businesses,
provide the Finance Department (Assessor’s Section) with sufficient documentation to prove that
they are in compliance with property tax assessments, including motor vehicle tax assessments.

2. Seller agrees that as a condition of his sale of goods and/or services to the Town of Montville, the
Town of Montville will be authorized to deduct from the proceeds due Seller an amount not to
exceed 25% of the total amount due Seller. Said amount is to be applied against any unpaid and
overdue taxes, assessments, fees, or other charges levied by the town of Montville or any agency
thereof against the Seller. The Seller further agrees that Seller shall insure that Seller has the right
to withhold an amount not to exceed 25% from each subcontractor working for the Seller, and
providing goods and/or services to the Town of Montville, and to remit such withheld money to the
Town in full or partial satisfaction of any unpaid and overdue taxes, assessments, fees, or other
charges levied by the Town of Montville or any agency thereof against such subcontractor.

Theresa Hart
Director of Finance

Town of Montville CLA Engineers, Inc.
Fair Oaks Community Center Site Improvements ‘ ’
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ARTICLE 1 RECEIPT AND OPENING OF BIDS

Sealed bids are requested to be delivered to the Town of Montville, Connecticut at the Office of
the Director of Finance, third floor, Montville Town Hall, 310 Norwich-New London Turnpike,
Uncasville, CT until 10:00 A.M. local time on Tuesday, June, 14, 2016, at which time they will
be publicly opened and read aloud. All bids must be submitted in a sealed envelope bearing the
bidder's name and bid name.

The envelopes containing the bids must be sealed and designated as FAIR OAKS
COMMUNITY CENTER SITE IMPROVEMENTS.

The Owner may consider informal any bid not prepared and submitted in accordance with the
provisions hereof and may waive any informalities in or reject any and all bids. Conditional or
qualified bids will not be accepted. Any bid received after the time and date specified shall not
be considered. Should there be reasons why the contract cannot be awarded within the specified
period the time may be extended by mutual agreement between the Owner and the bidder.

The Town of Montville reserves the right to reject any or all bids and waive any informalities or
irregularities in the bid procedure or bids.

The Town may hold the bids for a period not to exceed sixty (60) days from the date of the bid
opening to review the bids and investigate the bidders’ qualifications prior to awarding the
contract.

All bidders are advised the Town of Montville has enacted through resolutions the following
special conditions concerning Town bids and purchases.

1. Any Town bidder that has submitted a bid not more than 15% (fifteen percent) higher than
the low bid may be awarded the project provided such Town based bidder agrees to accept
the award of the bid at the amount of the low bid. If more than one Town based bidder has
submitted bids not more than 15% (fifteen percent) higher than the low bid, and have agreed
to accept the award of the low bid, the lowest responsible bidder shall be the one of such
Town based bidders that submitted the lowest bid. That within the bidding process that all
businesses claiming to be Montville businesses, provide the Finance Department (Assessor’s
Section) with sufficient documentation to prove that they are in compliance with property tax
assessments, including motor vehicle tax assessments.

2. Seller agrees that as a condition of his sale of goods and/or services to the Town of
Montville, the Town of Montville will be authorized to deduct from the proceeds due Seller
an amount not to exceed 25% of the total amount due Seller. Said amount is to be applied
against any unpaid and overdue taxes, assessments, fees, or other charges levied by the town
of Montville or any agency thereof against the Seller. The Seller further agrees that Seller
shall insure that Seller has the right to withhold an amount not to exceed 25% from each
subcontractor working for the Seller, and providing goods and/or services to the Town of
Montville, and to remit such withheld money to the Town in full or partial satisfaction of any
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unpaid and overdue taxes, assessments, fees, or other charges levied by the Town of
Montville or any agency thereof against such subcontractor.

ARTICLE 2 PREPARATION OF BID

Each Bid must be submitted on the prescribed form. All blank spaces for bid prices must be
filled in, in ink or typewritten, both in words and figures. All bids must be prepared in
conformity with and shall be based on and submitted subject to all requirements of the
Specifications and Drawings together with all Addenda thereto.

ARTICLE 3 TELEGRAPHIC MODIFICATION

Any bidder may modify his bid by telegraphic communication at any time prior to the scheduled
closing time for receipt of bids, provided such telegraphic communication is received by the
Owner prior to the closing time, and provided further, the Owner is satisfied that a written
confirmation of the telegraphic modification over the signature of the bidder was mailed and
postmarked prior to the closing time. The telegraphic communication should not reveal the bid
price but should provide the addition or subtraction or other modifications so that the final prices
or items will not be known by the Owner until the sealed bid is opened. If written confirmation is
not received within two days from the closing time, no consideration will be given to the
telegraphic modifications.

ARTICLE 4 CORRECTIONS

Erasures or other changes in the bid must be explained or noted over the signature of the bidder.

ARTICLE 5 WITHDRAWAL OF BIDS

Bids may be withdrawn personally or on written or telegraphic request dispatched by the bidder
in time for delivery in the normal course of business prior to the time fixed for the opening,
provided that written confirmation of any telegraphic withdrawal over the signature of the bidder
is placed in the mail and postmarked prior to the time set for the opening of the bids. Negligence
on the part of the bidder in preparing his bid confers no right of withdrawal or modification of
his bid after such bid has been opened.

ARTICLE 6 QUALIFICATIONS OF THE BIDDER

The Owner may make such investigations as he deems necessary to determine the ability of the
bidder to perform the work, and the bidder shall furnish to the Owner all such information and
data for this purpose as the Owner may request. The Owner reserves the right to reject any bid if
the evidence submitted by, or investigation of, such bidder fails to satisfy the Owner that such
bidder is properly qualified to carry out the obligations of the Contract and to complete the work
contemplated therein. Conditional bids will not be accepted.
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ARTICLE 7 OBLIGATIONS OF THE BIDDER

Bidders must satisfy themselves by personal examination at the site of the proposed work, by
review of the Drawings and Specifications including Addenda, and by additional means as they
may prefer, as to the actual conditions, requirements, and limits of the proposed work, and as to
the accuracy of the information and statements herein contained, and the submission of any bid
will be accepted by the Owner as satisfactory proof that the bidder has satisfied himself in these
respects. The bidder shall not at any time after the submission of a bid dispute or complain of
such statements or information, nor, assert that there was any misunderstanding in regard to the
nature, or amount of work to be done. The failure or omission of any bidder to examine any
form, instrument or document shall in no way relieve the bidder of his obligation to furnish all
materials except those materials furnished by the Owner and labor necessary to carry out the
provisions of the Contract Documents and to complete the contemplated work for the consider-
ations set forth in his bid, if his bid is accepted.

ARTICLE 8 CONDITIONS OF WORK

Insofar as possible, the Contractor, in carrying out his work, must employ such methods or
means as will not cause any interruption of or interference with traffic, with the use of existing
facilities and utilities, with the use of municipally or State or privately owned lands, or with the
work being performed by others. The Contractor must satisfy himself by his own investigation
and research as to the nature and location of the work, the general and local conditions, including
but not restricted to those bearing upon the transportation, disposal, handling and storage of
materials, water, electric power, roads, means of access, the construction and making of
connections of the work to existing facilities and utilities, or other similar conditions at the site,
the character of equipment and facilities needed preliminary to and during the prosecution of the
work, requirements of owners and controlling authorities having jurisdiction over the various
lands, existing structures, facilities and utilities, and all other conditions affecting the work to be
done and labor and materials needed.

ARTICLE 9 INFORMATION SUPPLIED TO BIDDERS

The Owner shall provide to bidders prior to bidding, all information which is pertinent to, and
delineates and describes, the land owned and rights-of-way acquired or to be acquired.

The Contract Documents contain the provisions required for the construction of the project.
Information obtained from any officer, agent, or employee of the Owner or any other person
shall not affect the risks or obligations assumed by the Contractor or relieve him from fulfilling
any of the conditions of the Contract.

ARTICLE 10 BID SECURITY

Each bid must be accompanied by a certified check of the bidder, or a bid bond prepared on the
form of bid bond attached hereto, duly executed by the bidder as principal and having as surety
thereon a surety company approved by the Owner and from securities listed on the most recent
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IRS Circular 570, in the amount of 5 percent of the bid. Such checks or bid bonds will be
returned to all but the three lowest bidders within five days after the opening of bids, and the
remaining checks or bid bonds will be returned promptly after the Owner and the accepted
bidder have executed the contract; or if no award has been made within 60 days after the date of
the opening of the bids, upon demand of the bidder at any time thereafter, so long as he has not
been notified of the acceptance of his bid. The bid bond of the successful bidder will be retained
until the payment bond and performance bond have been executed and approved, after which it
will be returned.

ARTICLE 11 METHOD OF AWARD-LOWEST QUALIFIED BIDDER

If, at the time this Contract is to be awarded, the lowest base bid submitted by a responsible
bidder does not exceed the amount of funds then estimated by the Owner as available to finance
the Contract; the Contract will be awarded on the lowest base bid by a responsible bidder. If
such bid exceeds such amount, the Owner expressly reserves the right to increase or decrease any
class, item, or part of the work, and this reservation includes the omission of any such item,
items, class, or part of the work as may be decided by the Owner at unit prices submitted by the
bidder to bring the Contract within available funds; or the Owner may reject all bids. In
determining the lowest qualified bidder the total price bid for the Basic Contract will be used.

The term "lowest responsible bidder" shall mean the bidder whose bid is the lowest of those
bidders possessing the skill, ability and integrity necessary for the faithful performance of the
work; who shall certify that he is able to furnish labor that can work in harmony with all other
elements of labor employed or to be employed in the work.

The low bidder shall supply the names and addresses of major material suppliers and
subcontractors prior to any work on the project.

ARTICLE 12 EXECUTION OF THE AGREEMENT

A Contract in the form set forth hereinafter will be required to be executed by the successful
bidder and the Owner. The attention of all bidders, therefore, is called to the form of the
Agreement and the provisions thereof. The party to whom the Contract is awarded will be
required to obtain the performance bond and payment bond and insurance certificates within ten
(10) calendar days from the date when the Notice of Award is delivered to the bidder. The Notice
of Award shall be accompanied by the necessary Agreement and bond forms. The Contractor
shall furnish a performance bond and a payment bond, each in the amount of 100 percent of the
Contract Price, with a corporate surety approved by the Owner, as security for faithful
performance of the Contract.

The Bidder, ten (10) days after notification of award shall have three (3) copies of the
Performance Bond, Payment bond, Insurance Certificates, Save harmless endorsement and
Agreement ready for a contract signing with the Owner at the Owner's place of business, at
which time a pre-construction conference shall be held.
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ARTICLE 13 LIQUIDATED DAMAGES FOR FAILURE TO ENTER INTO CONTRACT

The successful bidder, upon his failure or refusal to execute and deliver the Contract and bonds
required within 15 (fifteen) days after he has received notice of the acceptance of his bid, shall
forfeit to the Owner, as liquidated damages for such failure or refusal the surety deposited with
his bid.

ARTICLE 14 NOTICE TO PROCEED

The Notice to Proceed shall be issued within ten (10) days of the execution of the Agreement by
the Owner. Should there be reasons why the Notice to Proceed cannot be issued within such
period; the time may be extended by mutual agreement between the Owner and Contractor.

ARTICLE 15 TIME OF COMPLETION AND LIQUIDATED DAMAGES

Time Completion

The bidder must agree to commence work on or before the date specified in the written Notice to
Proceed of the Owner and to fully complete the total project within 60 consecutive calendar days
thereafter.

Liquidated Damages

In addition to the above liquidated damages, the bidder must agree also to pay as liquidated
damages, the sum of $200.00 for each consecutive calendar day thereafter, as hereinafter
provided in the Contract and General Conditions.

ARTICLE 16 POWER OF ATTORNEY

Attorneys-in-fact who sign bid bonds or contract bonds must file with each bond a certified and
effectively dated copy of their power of attorney.

ARTICLE 17 ADDENDA AND INTERPRETATIONS

No interpretation of the meaning of the Drawings, Specifications, or other prebid documents will
be made to any bidder orally. Every request for such interpretation should be in writing,
addressed to: CLA Engineers, Inc., 317 Main Street, Norwich, CT 06360. In order to be given
consideration, such request must be made at least 5 days prior to the date fixed for the opening of
bids. Any and all interpretations and any supplemental instructions will be in the form of written
Addenda to the Specifications, which, if issued, will be distributed to all prospective bidders, not
later than three (3) days prior to the date fixed for the opening of bids in any one of the following
methods:

1. Mailed by certified mail with return receipt requested; or
2. Faxed; or
3. Emailed
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All Addenda so issued shall become a part of the Contract Documents.

ARTICLE 18 ITEMS NOT LISTED IN THE BID

Appurtenant items of work shown on the Drawings or specified or required to complete the work
but not listed separately under the list of items in the bid shall be included in the cost of payment
under the various applicable bid items of work and no separate payment will be made for such
items. It shall be the responsibility of the Contractor to verify any missing or incomplete items.

ARTICLE 19 BALANCED BIDDING

Minus bidding on any item or items of the Specifications is prohibited. Bids should be made on
each separate item of work shown in the bid (Proposal) with reasonable relation to the probable
cost of doing the work included in such item and the right is reserved to reject wholly any bid in
case any item or items thereof are obviously unbalanced or appear to the Owner to be so
unbalanced as to affect or to be liable to affect adversely any interests of the Owner. The
attention of the bidder is called to the fact that unbalancing of bids may adversely affect the
Contractor if certain portions of the work are increased or decreased as provided in the Contract
Documents.

ARTICLE 20 NONDISCRIMINATION

The Contractor agrees and warrants that in the performance of this contract he will not
discriminate or permit discrimination against any person or group of persons on the grounds of
race, color, religious creed, age, marital status, national origin, sex, mental retardation or
physical disability, including, but not limited to, blindness, unless it is shown by such contractor
that such disability prevents performance of the work involved in any manner prohibited by the
laws of the United States or of the State of Connecticut, and further agrees to provide the
Commission on Human Rights and Opportunities with such information requested by the
Commission concerning the employment practices and procedures of the Contractor as relate to
the provisions of this section.

ARTICLE 21 EMPLOYMENT OF LABOR

The wages paid to mechanics, laborers or workmen employed upon the work herein contracted
to be done shall be at a rate equal to the rate of wages prevailing for the same work in the same
trade or occupation in the Montville area as determined by the labor Commissioner of the State
of Connecticut. See Section 31.53 of the General Statutes of the State of Connecticut, Revision
of 1958S, as amended.
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Public Act 79-325 passes by the 1979 Legislature covers exemptions from Section 31.53 of the
General Statutes. Under the new exemptions, effective October 1985, the regulations that the
prevailing wage must be paid for work performed by contractors and subcontractors in
connection with work on public facilities will not apply:

To public work alterations, repair, refinishing projects with total cost of less than
$100,000.

To public works new construction with a total cost of less than $400,000.
All Bidders are informed that the project is considered NEW construction.

All Bidders are advised to inform themselves and to comply with the requirements of Federal,
State and local laws governing the employment of labor.

The Contractor shall provide certified payroll sheets to the Owner which includes all employees
involved with the project for each payroll period during the course of the project.

The contractor will also be required to provide certified payrolls on a weekly basis to the Owner.

ARTICLE 22 LAWS AND REGULATIONS

The Bidder's attention is directed to the fact that all applicable federal and state laws and
municipal ordinances for the construction, reconstruction, alteration, remodeling, repair or
demolition of public works and the rules and regulations of all authorities having jurisdiction
over construction of the project shall apply to the Contract throughout, and they will be seemed
to be included in the Contract the same as though herein written out in full.

ARTICLE 23 PAYMENT FOR DRAWINGS AND SPECIFICATIONS

See Advertisement for Bids

ARTICLE 24 CONSTRUCTION SCHEDULE

Prior to start of work the Contractor will be required to submit a construction schedule showing
the order in which he proposes to carry on the work, including dates at which he will start and
finish various parts of the work conforming to major divisions of the specifications.

ARTICLE 25 TAXES

The Town of Montville is considered exempt from the payment of Federal excise taxes,
Connecticut Sales Taxes, etc. and such taxes shall be identified separately or excluded from the
bid prices.

Town of Montville _ k CLA Engineers, Inc.
Fair Oaks Community Center Site Improvements

’ Civil - Structural - Survey



Information to Bidders
Page 9 of 10

ARTICLE 26 NON-RESIDENT CONTRACTORS

Connecticut General Statute 812-430(7) requires that:

When a non-resident contractor enters into a contract they must post a 5% cash or guarantee
bond for the total amount with the Commissioner of Revenue Services;

or

Any person dealing with a non-resident contractor without first obtaining a certificate of
compliance must deduct 5% from the amount payable to the non-resident contractor and submit
it to the state.

If the requirements are not met, the general contractor will be liable for all Connecticut taxes
imposed.

All questions shall be directed to the State of Connecticut Department of Revenue Services
Discovery Unit at 860-541-3280.

ARTICLE 27 OCCUPATIONAL SAFETY & HEALTH REGULATORY COMPLIANCE

Successful bidders must demonstrate compliance with the applicable safety and health acts as
outlined in the Supplemental Information for Bidders.

ARTICLE 28 PROVISIONAL ITEMS

Provisional items are delineated in the bid form. Quantities for provisional items may or may not
be used in whole or in part at the discretion of the Owner. This shall in no way affect the
established contract unit prices. All bid unit prices for provisional items shall be added to
establish the total bid amount.

ARTICLE 29 DESCRIPTION OF BID ITEMS

The items listed on the bid form are intended to include all the work indicated on the plans to
provide a completed project.

Item 1.  Site Preparation includes all demolition, tree removal, clear and grubbing, sawcutting,
removal of topsoil & pavement, stockpiling excavation of soil, construction fencing,
mobilization and all other items necessary to prepare the site.

Item 2.  Concrete Sidewalks & Curbing includes the grading, gravel, concrete for the
sidewalks and curbing, ramps and all other items necessary to provide a complete
sidewalk work.

Item 3.  Bituminous Concrete Parking Lot & Access includes all of the bituminous concrete
work and associated items such as grading, paving, bituminous concrete curbing,
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process and subbase gravels, sealing of joints, striping, all signage and all other items
shown and necessary to provide a complete parking and on the site access.

Item 4.  Drainage System includes drywells, roof leader piping, stone curtain drain, stone and
all other items necessary to provide a complete drainage system.

Item 5.  Erosion & Sedimentation Controls includes all silt fencing, haybales, temporary and
permanent loam & seeding and all other items necessary to provide a stable project
site during the entire construction period.
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BID FORM

TOWN OF MONTVILLE

FAIR OAKS COMMUNITY CENTER

SITE IMPROVEMENTS

TO: Dept. of Finance
Town of Montville
310 Norwich-New London Tpk.
Montville, Connecticut 06382

The undersigned, having familiarized (himself, itself, themselves) with the existing conditions on
the Project Site affecting the cost of the work, and with the Contract Documents for the FAIR
OAKS COMMUNITY CENTER SITE IMPROVEMENTS hereby proposes to furnish all
supervision, technical personnel, labor, materials, equipment, tools, appurtenances, services,
materials not supplied by the Owner, and anything else necessary, including utility and
transportation services required to perform and complete this Contract, all in accordance with the
Contract Documents, at and for the unit prices for work in place for the following work items.

ITEM DESCRIPTION

1. Site Preparation

AMOUNT IN WORDS:

AMOUNT

2. Concrete Sidewalks & Curbing

AMOUNT IN WORDS:

3. Bituminous Concrete Parking Lot & Access

AMOUNT IN WORDS:

4, Drainage System

AMOUNT IN WORDS:
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5. Erosion & Sedimentation Controls

AMOUNT IN WORDS:

TOTAL BID PRICE:

TOTAL BID AMOUNT IN WORDS:

This contract is to be awarded to that responsible Bidder whose total bid is the lowest number of
dollars for the above items.

If the Contractor should choose to employ manufacturers or suppliers other than those listed on
the drawings and specifications, he shall submit a list of said suppliers as part of this proposal. If
no list is included in the proposal, it shall be concluded by the Town that the Contractor will use
only those suppliers listed on the drawings. An "or equal™ supplier shall be included on the
submitted list.

Wherever in the plans and specifications, an item of equipment or material is designated by
reference to a particular brand, manufacturer or trade name, it is understood that an equal product
may be substituted by the bidder or Contractor, under the conditions as stated above.

The bidder must agree to commence work on or before a date to be specified in a written “Notice
to Proceed” of the Municipality and to fully complete the project within 60 consecutive calendar
days thereafter. The bidder must agree also to pay as liquidated damages, the sum of $200.00 for
each consecutive calendar day thereafter.

The undersigned has checked carefully all the above figures and understands that the OWNER
will not be responsible for any errors or omissions on the part of the undersigned in making up
this bid.

The Bidder acknowledges the receipt of the following Addenda;

Addendum No. , dated

Addendum No. , dated

Addendum No. , dated

Town of Montville _ A CLAEngineers, Inc.
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Enclosed is the Bidder’s Bond, Certified Check or Cashier’s Check No. in the amount
of five (5%) of the Bid.

Bidder understands that the Owner reserves the right to reject any or all bids and to waive any
informalities in the bidding.

The bidder agrees that this bid shall be good and may not be withdrawn for a period of 60
calendar days after the scheduled closing time for receiving bids.

Respectfully submitted:

By
(Title)
(Business Address)
(Telephone Number)
(SEAL - if bid is by a corporation)
Town of Montville _ k CLA Engineers, Inc.
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BID BOND

KNOW ALL MEN BY THESE PRESENTS, that we the undersigned,

, as PRINCIPAL, and
as SURETY are held and firmly bound unto the Town of Montville hereinafter called the
"OWNER", in the penal sum of Five Percent of Total Bid Dollars, ($5% of Total Bid) lawful
money of the United States, for the payment of which sum well and truly to be made, we bind
ourselves, our heirs, executors, administrators, successors, and assigns, jointly and severally,
firmly by these Presents.

THE CONDITION OF THIS OBLIGATION IS SUCH, that whereas the Principal has submitted

the Accompanying Bid, dated , 20, for

Fair Oaks Community Center Site Improvements

NOW, THEREFORE, if the Principal shall not withdraw said Bid within the period specified
therein after the opening of the same, or, if no period be specified, within ninety (90) days after
the said opening, and shall within the period specified therefor, or if no period be specified,
within ten (10) days after the prescribed forms are presented to him for signature, enter into a
written Contract with the Owner in accordance with the Bid, as accepted, and give bond with
good and sufficient surety or sureties, as may be required, for the faithful performance and
proper fulfillment of such Contract; or in the event of the withdrawal of said Bid within the
period specified, or the failure to enter into such Contract and give such bond within the time
specified, the Principal shall pay the Owner the difference between the amount specified in said
Bid and the Amount for which the Owner may procure the required work or supplies or both, if
the latter be in excess of the former, then the above obligation shall be void and of no effect,
otherwise to remain in full force and virtue.
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IN WITNESS WHEREOF, the above-bounded parties have executed this instrument under their

several seals this day of , 20___, the name and corporate seal
of each corporate party being hereto affixed and these presents duly signed by its undersigned

representative, pursuant to authority of its governing body. In presence of:

(Individual Principal) (SEAL)

(Business Address)
(Partnership) (SEAL)

(Business Address)
Attest: By:

(Corporate Principal)

(Business Address)
Affix
By: Corporate
Seal

Attest:

(Corporate Surety)

Affix
By: Corporate
Seal

Countersigned

by

Attorney-in-Fact, State of

(Power-of-Attorney for person signing for surety company must be attached to bond.)

Town of Montville _ k CLA Engineers, Inc.
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PROPOSED SUBCONTRACTORS

THE BIDDER SHALL STATE THE NAMES OF ALL THE SUBCONTRACTORS THAT HE
PROPOSES TO USE. ATTACH ADDITIONAL SHEETS IF NEEDED.

If none, write "None"

*Description of Work

Proposed Subcontractor, Name

Address

*Description of Work

Proposed Subcontractor, Name

Address

*Description of Work

Proposed Subcontractor, Name

Address

*Insert description of work and subcontractors' names as may be required.

This is to certify that all names of the above-mentioned subcontractors are submitted with full
knowledge and consent of the respective parties.

The Bidder warrants that none of the proposed subcontractors have any conflict of interest as
respects this contract.

Bidder
(Fill in Name)
By
(Signature and Title)
Town of Montville _ k CLA Engineers, Inc.
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PROPOSED SUPPLIERS

THE BIDDER SHALL STATE THE NAMES OF PROPOSED MATERIAL SUPPLIERS FOR
THE PROJECT. ATTACH ADDITIONAL SHEETS IF NEEDED.

If none, write "None"

*Description of Material

Proposed Supplier, Name

Address

*Description of Material

Proposed Supplier, Name

Address

*Description of Material

Proposed Supplier, Name

Address

*Insert description of work and suppliers names as may be required.

This is to certify that all names of the above-mentioned suppliers are submitted with full
knowledge and consent of the respective parties.

The Bidder warrants that none of the proposed suppliers have any conflict of interest as respects
this contract.

Bidder
(Fill in Name)
By
(Signature and Title)
Town of Montville _ k CLA Engineers, Inc.
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STATEMENT OF BIDDER'S QUALIFICATIONS

All questions must be answered and the data given must be clear and comprehensive. This
statement must be notarized. If necessary, questions may be answered on separate attached
sheets. The Bidder may submit any additional information he desires.

1.  Name of Bidder.

2. Permanent main office address.

3. When organized.

4.  If a corporation, where incorporated.

5. How many years have you been engaged in the contracting business under Your present
firm or trade name?

6. Contracts on hand: (Schedule these, showing amount of each contract and the appropriate
dates of completion.

7. General character of work performed by your company.

8.  Have you ever failed to complete any work awarded to you? If so, where and why?

9.  Have you ever defaulted on a contract? If so, where and why?

10. List the more important projects recently completed by your company, stating the
approximate cost for each, and the month and year completed.

11. List your major equipment available for this contract.

12. Experience in construction work similar in importance to this project.

13. Background and experience of the principal members of your organization including the
officers.

14.  Will you, upon request, fill out a confidential detailed financial statement and furnish any
other information that may be required by the OWNER?

Town of Montville k CLA Engineers, Inc.
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15. The undersigned hereby authorizes and requests any person, firm, or corporation to furnish
any information requested by the Owner or representative in verification of the recitals
comprising this Statement of Bidder's Qualifications.

Dated at this day of , 20

(Name of Bidder)

By
Title

State of )
) SS.

County of )

being duly sworn deposes and says that he is
of

(name of organization)

and that the answers to the foregoing questions and all statements therein contained are true and
correct.

Subscribed and sworn to before me this day of , 20

Notary Public

My Commission expires 20

Town of Montville

. . : k CLA Engineers, Inc.
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CERTIFICATE AS TO CORPORATE PRINCIPAL

I, , certify that I am the

Secretary of the corporation named as Principal in the within bond; that

, who signed the said bond on behalf of the Principal was

then of said corporation; that I know his signature, and

his signature thereto is genuine; and that said bond was his duly signed, sealed, and attested to

for and in behalf of said corporation by authority of this governing body.

(Corporate Seal)

Title:

Town of Montville _ k CLA Engineers, Inc.
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NONDISCRIMINATION IN EMPLOYMENT

State of )
) ss
)

County of

, being first duly sworn, deposes and says that:

(1) He is (owner, partner, officer, representative, or agent), of
, the bidder that has submitted the attached bid;

(2) Said bidder (has ) (has not ) previously performed work subject to the
President's Executive Order No. 11246, or any preceding similar Executive Order.
Signed
Title
Subscribed and Sworn to before me
this day of 20
Title
My Commission expires , 20
Town of Montville _ k CLA Engineers, Inc.
Fair Oaks Community Center Site Improvements
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NON-COLLUSION AFFIDAVIT OF PRIME BIDDER

State of )
) ss.
County of )

, being first duly

sworn, deposes and says that:

1) He is (owner, partner, officer, representative or agent) of
, the Bidder that has submitted the attached bid;

(2 He is fully informed respecting the preparation and contents of the attached Bid and of
all pertinent circumstances respecting such Bid;

3) Such Bid is genuine and is not a collusive or sham Bid;

4) Neither the said Bidder nor any of its officers, partners, owners, agents, representatives,
employees or parties in interest, including this affiant, has in any way colluded,
conspired, connived or agreed, directly or indirectly with any other Bidder, firm or person
to submit a collusive or sham Bid in connection with the Contract for which the attached
Bid has been submitted or to refrain from Bidding in connection with such Contract, or
has in any manner, directly or indirectly, sought by agreement or collusion or
communication or conference with any other Bidder, firm or person to fix the price or
prices in the attached Bid or of any other Bidder, or to fix any overhead, profit or cost
element of the Bid price or the Bid price of any other Bidder or to secure through any
collusion, conspiracy, connivance or unlawful agreement any advantage against the
Owner or any person interested in the proposed Contract; and

(5) The price or prices quoted in the attached Bid are fair and proper and are not tainted by
any collusion, conspiracy, connivance or unlawful agreement on the part of the Bidder or
any of its agents, representatives, owners, employees, or parties in interest, including this

affiant.
(Signed)
(Title)

Subscribed and sworn to before me

this day of 20

(Title)
My Commission expires , 20

Town of Montville k CLA Engineers, Inc.
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AGREEMENT

THIS AGREEMENT, made this day of , 2016 by and between the Town of
Montville, hereinafter called “OWNER” and

doing business as (an individual) or (a corporation) hereinafter called the “CONTRACTOR”.

WITNESSETH: That for and in consideration of the payments and agreements hereinafter
mentioned,

1. The CONTRACTOR will commence and complete the Fair Oaks Community Center
Site Improvements.

2. The CONTRACTOR will furnish all of the material not supplied by Owner, supplies,
tools, equipment, labor and other services necessary for the construction and
completion of the PROJECT described herein.

3. The CONTRACTOR will commence the work required by the CONTRACT
DOCUMENTS WITHIN 10 calendar days after the date of the NOTICE TO
PROCEED and will complete the same within 60 consecutive calendar days unless
the period for completion is extended otherwise by the CONTRACT DOCUMENTS.

4. The CONTRACTOR agrees to perform all the work described in the CONTRACT
DOCUMENTS and comply with the terms therein for the amount of $
as shown in the Bid schedule.

5. The CONTRACTOR agrees the sum of 5% of progress pay estimates will be retained
until final acceptance of the PROJECT further the sum of 2% of the total PROJECT
will be retained for a period of ninety days from final acceptance of the work.

6. The term “CONTRACT DOCUMENTS” means and includes the following:

- Invitation to Bid

- Information to Bidders

- Bid Proposal

- Bid Bond

- Proposed Subcontractors
- Statement of Experience
- Qualification Statement
- Contract Agreement

- Form of Payment Bond
- Form of Performance Bond
- General Conditions

- Technical Specifications

Town of Montville _ k CLA Engineers, Inc.
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- Drawings prepared by CLA Engineers, Inc.
- Specifications prepared by CLA Engineers, Inc.

- Addenda:
No. , dated
No. , dated
No. , dated
No. , dated

7. The OWNER will pay the CONTRACTOR in the manner and at such times as set
forth in the General Conditions such amounts as required by the CONTRACT
DOCUMENTS.

8. This Agreement shall be binding upon all parties hereto and their respective heirs,
executors, administrators, successors, and assigns. IN WITNESS WHEREOF, the
parties hereto have executed, or caused to be executed by their duly authorized
officials, this Agreement in (3 copies) each which shall be deemed an original on the
date first above written.

OWNER: CORPORATE SEAL.:

BY

(Title)
ATTEST

CONTRACTOR: CORPORATE SEAL.:

BY

(Title)
ATTEST

Town of Montville _ k CLA Engineers, Inc.
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PERFORMANCE BOND

KNOW ALL MEN BY THESE PRESENTS: That we

(Name of Contractor)
a

(Corporation, Partnership, or Individual)
hereinafter called "Principal” and

(Surety)
of , State of hereinafter called the

“Surety"”, are held and firmly bound unto  The Town Of Montville, hereinafter

(Owner)
called "Owner", in the penal sum of Dollars
(% ) in lawful money of the United States, for the payment made, we
bind ourselves, and successors, jointly presents of which sum well and truly to be our heirs,
executors, administrators and severally, firmly by these presents.

THE CONDITION OF THIS OBLIGATION is such that Whereas, the Principal entered
into a certain contract with the Owner, dated the day of , 20_, a copy
of which is hereto attached and made a part hereof for the construction of:

Fair Oaks Community Center Site Improvements

NOW, THEREFORE, if the Principal shall well, truly and faithfully perform its duties,
all the undertakings, covenants, terms, conditions, and agreements of said contract during the
original term thereof, and any extensions thereof which may be granted by the Owner, with or
without notice to the Surety, and if he shall satisfy all claims and demands incurred under such
contract, and shall fully indemnify and save harmless the Owner from all costs and damages
which it may suffer by reason of failure to do so, and shall reimburse and repay the Owner all
outlay and expense which the Owner may incur in making good any default, then this obligation
shall be void; otherwise to remain in full force and effect.
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PROVIDED, FURTHER, that the said Surety, for value received hereby stipulates and
agrees that no change, extension of time, alteration or addition to the terms of the contract or to
the work to be performed thereunder of the specifications accompanying the same shall in any
wise affect its obligation on this bond, and it does hereby waive notice of any such change,
extension of time, alteration or addition to the terms of the contract or to the work of to the
specifications.

PROVIDED, FURTHER, that no final settlement between the Owner and the Contractor
shall abridge the right of any beneficiary thereunder, whose claim may be unsatisfied.

IN WITNESS WHEREOF, this instrument is executed in six (6) counterparts, each one
of which shall be deemed an original, this the day of , 20 .

ATTEST:

Principal
By (s)

(Principal) Secretary
(SEAL)

(Address-Zip Code)

Witness as to Principal

(Address-Zip Code)

Surety

ATTEST:

By
(Surety) Secretary Attorney-in-Fact
(SEAL)

Witness as to Surety

(Address-Zip Code)

(Address-Zip Code)

NOTE: Date of Bond must not be prior to date of Contract. If Contractor is Partnership, all
partners should execute bond.

Town of Montville _ k CLA Engineers, Inc.
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PAYMENT BOND

KNOW ALL MEN BY THESE PRESENTS: That we

(Name of Contractor)
a

(Corporation, Partnership, or Individual)
hereinafter called "Principal” and

(Surety)
of , State of hereinafter called

the “Surety", are held and firmly bound unto  The Town of Montville
(Owner)

hereinafter called "Owner", in the penal sum of Dollars

(% ) in lawful money of the United States, for the payment made, we
bind ourselves, and successors, jointly presents of which sum well and truly to be our heirs,
executors, administrators and severally, firmly by these presents.

THE CONDITION OF THIS OBLIGATION is such that Whereas, the Principal entered
into a certain contract with the Owner, dated the day of , 20_, a copy
of which is hereto attached and made a part hereof for the construction of:

Fair Oaks Community Center Site Improvements

NOW, THEREFORE, if the Principal shall well, truly and faithfully perform its duties,
all the undertakings, covenants, terms, conditions, and agreements of said contract during the
original term thereof, and any extensions thereof which may be granted by the Owner, with or
without notice to the Surety, and if he shall satisfy all claims and demands incurred under such
contract, and shall fully indemnify and save harmless the Owner from all costs and damages
which it may suffer by reason of failure to do so, and shall reimburse and repay the Owner all
outlay and expense which the Owner may incur in making good any default, then this obligation
shall be void; otherwise to remain in full force and effect.
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PROVIDED, FURTHER, that the said Surety, for value received hereby stipulates and
agrees that no change, extension of time, alteration or addition to the terms of the contract or to
the work to be performed thereunder of the specifications accompanying the same shall in any
wise affect its obligation on this bond, and it does hereby waive notice of any such change,
extension of time, alteration or addition to the terms of the contract or to the work of to the
specifications.

PROVIDED, FURTHER, that no final settlement between the Owner and the Contractor
shall abridge the right of any beneficiary hereunder, whose claim may be unsatisfied.

IN WITNESS WHEREOF, this instrument is executed in six (6) counterparts, each one
of which shall be deemed an original, this the day of ,20_.

ATTEST:

Principal
By (s)

(Principal) Secretary
(SEAL)

(Address-Zip Code)

Witness as to Principal

(Address-Zip Code)

Surety

ATTEST:

By
(Surety) Secretary Attorney-in-Fact
(SEAL)

Witness as to Surety

(Address-Zip Code)

(Address-Zip Code)

NOTE: Date of Bond must not be prior to date of Contract. If Contractor is Partnership, all
partners should execute bond.
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ARTICLE 1 CONTRACT AND CONTRACT DOCUMENTS

The drawings, plans, specifications, and addenda enumerated in Article 1 of the General
Conditions, Special Conditions, the Advertisement for Bid, the Information for Bidders, and the
Bid Proposal as accepted by the OWNER, shall be binding upon the parties to this Agreement as
if fully set forth therein. Whenever the term Contract Documents is used it shall mean and
include the drawings, specifications and addenda. The OWNER shall interpret his own
requirements. In case of conflict or inconsistency between the provisions of the signed portions
of the Contract Documents and those of the specifications, the provisions of the signed portions
shall govern.

ARTICLE 2 DEFINITIONS

The following terms as used in this contract are defined as follows:
A. Owner - The Owner of the project is the Town of Montville.

B. Contractor - The term "Contractor" as hereinafter used shall refer to the General
Contractor for this job.

C. Owner's Representative - The term "Owner's Representative™ as hereinafter used shall
refer to any engineer or inspector whom the Owner may designate to inspect, test or
oversee the work herein specified.

D. Contract - Wherever the term "contract” is used in the General Conditions, it shall
mean the actual bid form, specifications, Plans, General Conditions, Special
Conditions and formal purchase order issued to successful bidder.

The rights and obligations of the CONTRACTOR under this contract shall include, but not be
limited to the following:

ARTICLE 3 REPRESENTATIONS OF THE CONTRACTOR

The Contractor represents and warrants:

a. That he is financially solvent and that he is experienced and competent to perform the
type of work required under this contract and that he is able to furnish the plant,
materials, supplies, or equipment that may be necessary to perform the work as
specified.

b That he is familiar with all Federal, State and municipal laws, ordinances, orders, and
regulations which may in any way effect the project work, or the employment of
persons thereon, including but not limited to any special acts relating to the work or to
the project of which it is a part.
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c. That such temporary and permanent work required by the contract documents to be
done by him will be satisfactorily constructed and can be used for the purpose for
which it was intended and that such construction will not injure any person or damage

property.

d. That he has carefully examined the drawings, specifications, and addenda, if any, and
the site of the work and that from his own investigations, he has satisfied himself as
to the nature and location of the work, the character of equipment and other facilities
needed for the performance of the work, the general and local conditions, and all
other items that may affect the work.

e. That he is aware of the hazards involved in the work and the danger to life and
property both evident and inherent and that he will conduct the work in a careful and
safe manner without-injury to persons or property.

ARTICLE 4 CONTRACT SECURITY

The Contractor shall furnish a Performance Bond and Payment Bond in amounts equal to at least
one hundred percent (100%) of the contract price as security for the faithful performance of the
Contract, and for the payment of all persons performing labor on the project under this contract
and furnishing materials, equipment and all other incidentals in connection with this contract.
The Surety on such a bond shall be a from securities listed on the most recent IRS Circular 570,
satisfactory to the Owner and the cost of the same shall be paid by the Contractor. prior to the
starting of any work, the bonds must be approved by the Owner and be in the Owner’s hands.
The bonds must be from a surety company licensed and approved to do business in the State of
Connecticut.

ARTICLE 5 CONTRACTOR'S OBLIGATIONS

The Contractor shall perform all work in a good workmanlike manner, and in accordance with
the plans and specifications and any supplements thereto, and according to any directions or
orders given by the Owner unless otherwise stipulated. He shall furnish all supplies, materials,
except those supplies and materials furnished by the Owner, facilities, equipment, tools and
anything else necessary or proper to perform and complete the work required by this contract. He
shall furnish, erect, maintain, and remove any construction plant or temporary work as may be
required. He alone shall be responsible for the safety, efficiency-, and adequacy of his plant,
appliances, and methods and for any damage which may result from their failure or their
improper construction maintenance, or operation. The Contractor shall observe, comply with,
and be subject to all terms, conditions, requirements, and limitations of the contract and
specifications and shall do, carry on, and complete the entire work to the satisfaction of the
Owner.

The Contractor shall be solely responsible for all the work and shall provide all precautionary
measures necessary for preventing injury to persons or damage to property. All injury or damage
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of whatever nature resulting from the work or resulting to persons, property, or the work during
its progress, from whatever cause, shall be the responsibility of the Contractor.

The Contractor shall hold the Owner and Engineer, or their duly authorized agents, harmless and
defend and indemnify them against damages or claims for damages due to injuries to persons or
property arising out of the execution of the project work, and for damages to materials furnished
for the work, for infringement of inventions, patents, and patent rights used in doing the work,
and for any act, omission, or instance of neglect by the Contractor, his agents, employees, or
subcontractors.

The Contractor shall bear all losses resulting to him, including but not limited to losses sustained
on account of the character, quality, or quantity of any part of the work, or all parts of the work,
or because the nature of the conditions in or on the project site are different from what was
estimated or indicted, or on account of the weather, elements, or other causes.

ARTICLE 6 SUPERINTENDENCE BY THE CONTRACTOR

The Contractor shall give the work the constant attention necessary to facilitate the progress
thereof and shall cooperate with the Owner in every possible way.

At the site of the work, the Contractor shall, at all times, employ a suitably experienced
construction superintendent who shall have full authority to act for the Contractor. It is
understood that the employment of such representative shall be acceptable to the Owner and
shall be such a person as can be continued in the capacity for the duration of the contract, unless
he ceases to be on the Contractor's payroll.

ARTICLE 7 CONSTRUCTION SCHEDULE AND PERIODIC ESTIMATES

Within five (5) days after the date of "Notice to Proceed” the Contractor shall deliver to the
Owner an estimated construction progress schedule in a form satisfactory to the Owner, showing
the proposed dates of commencement and completion of each of the various subdivisions of
work required under the contract documents and the anticipated amount of each monthly
payment that will become due the Contractor in accordance with the progress schedule. The
Contractor shall also furnish the Owner: 1. a detailed estimate, giving a complete breakdown of
the contract price; and 2. periodic itemized estimates of the work done for the purpose of making
partial payments thereon.

ARTICLE 8 USE OF PREMISES AND REMOVAL OF DEBRIS

The Contractor undertakes, at his own expense:

a. To take every precaution against injuries to persons or damage to property.
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b. To store his apparatus, materials, equipment, and supplies in such orderly fashion at
the site of the work as will not unduly interfere with the pro-tress of his work or any
others.

c. To place upon the work or any part thereof, only such loads as are consistent with the
safety of that portion of the work.

d. To clean frequently all refuse, scrap, and debris caused by his operations, and to
dispose of same away from the site, so that the work site is maintained in a neat,
workmanlike appearance.

e. To effect all cutting, fitting, or patching of his work required to make the same
conform to the drawings and specifications, and except with the consent of the
Owner, not to cut or otherwise alter the work of any other contractor.

f. Before final payment, to remove all surplus materials false work, temporary
structures, including foundations thereof, plants of any description, and debris of any
nature resulting from his operations and to dispose of same away from the site, so that
the site is left in a neat, orderly, and workmanlike condition.

ARTICLE 9 GENERAL WARRANTY

Neither the final certificate of payment nor any provision in the contract documents nor partial or
entire occupancy of the premises by the Owner shall constitute an acceptance of work not done
in accordance with the contract documents or relieve the Contractor of liability in respect to any
express warranties or responsibility for faulty workmanship or materials.

The Contractor shall remedy any defects in the work and pay for any damage to other work
resulting therefrom, which shall appear within a period of one year (1) from the date of final
acceptance of the work, unless a longer period is specified by the Owner. The Owner will give
final notice of observed defects with reasonable promptness.

ARTICLE 10 PROTECTION OF WORK AND PROPERTY - EMERGENCY

a. The Contractor shall at all times safely guard the Owner's property from injury or loss
in connection with this contract. He shall at all times safely guard and protect his own
work, and that of adjacent property, from damage. The Contractor shall replace or
make good any such damage, loss, or injury at no additional expense to the Owner.

b. In case of an emergency which threatens loss or injury of property, and/or safety of
life the Contractor will be allowed to act, without previous instructions from the
Owner, in a diligent manner. He shall notify the Owner immediately thereafter. Any
claim for compensation by the Contractor due to such extra work shall be promptly
submitted to the Owner for approval.
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c. Where the Contractor has not taken action but has notified the Owner of an
emergency threatening injury to persons or damage to the work or to any adjoining
property, he shall act as instructed or authorized by the Owner.

d. The amount of reimbursement claimed by the Contractor on account of any
emergency action shall be determined in the manner provided elsewhere in the
contract documents.

ARTICLE 11 WEATHER CONDITIONS

In the event of temporary suspension of the work or during inclement weather, or whenever the
Owner shall direct, the Contractor shall, and shall cause his subcontractors to protect carefully
his and their work and materials against damage or injury from the weather. If, in the opinion of
the Owner, any work or materials are damaged or injured by reason of failure to protect them on
the part of the Contractor, or any of his subcontractors, or otherwise damaged or injured by the
Contractor's negligence, or are found to be defective, such materials or work shall be removed
and replaced at the expense of the Contractor.

ARTICLE 12 THE OWNER'S AUTHORITY

The Owner shall give all orders and directions contemplated under this contract and
specifications relative to the execution of the work. The Owner shall determine the amount,
quality, acceptability, and fitness of the several kinds of work and materials which are to be paid
for under this contract and shall decide all questions which may arise in relation to said work and
the construction thereof. The Owner's estimates and decisions shall be final and conclusive,
except as herein otherwise expressly provided. In case any question shall arise between the
parties hereto relative to said contract or specifications, the determination or decision of the
Owner shall be a condition precedent to the right of the Contractor to receive any money or
payment for work under this contract affected by such questions. The Owner shall decide 'the
meaning and intent of any portion of the specifications and of any plans or drawings where the
same may be found to be obscure or be in dispute. Any differences or conflicts in regard to their
work which may arise between the Contractor and other contractors performing work for the
Owner, shall be adjusted and determined by the Owner.

ARTICLE 13 ALL WORK SUBJECT TO CONTROL BY THE OWNER

a. In the performance of the work, the Contractor shall abide by all orders, directions,
and requirements of the Owner, and shall perform all work to the satisfaction of the
Owner, and at such times and places, by such methods, and in such manner and
sequence as he may require. The Owner shall determine the amounts, quality,
acceptability, and fitness of all parts of the work. The Owner shall interpret the
drawings, specifications, contract documents, all other documents, and the extra work
orders. The Owner shall also decide all other questions in connection with the work.
The Contractor shall employ no plant, equipment, materials, methods or men to
which the Owner objects and shall remove no plant, materials, or equipment or other
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facilities from the work site without the Owner's permission. Upon request the Owner
will confirm in writing any oral order, direction, requirement, or determination.

b. Inspectors shall be authorized to inspect all work done and materials furnished. Such
inspection may extend to all parts of the work and to the preparation or manufacture
of the materials to be used. The presence or absence of an inspector shall not relieve
the Contractor from any requirements of the contract. In case of any dispute arising
between the Contractor and the inspector as to materials furnished or the manner in
which the work is being executed, the inspector shall have the authority to reject
material or suspend work until the question has been decided by the Owner. The
inspector shall not be authorized to revoke, alter, enlarge, relax, or release any
requirement of these specifications, nor to approve or accept any portion of the work,
nor to issue instructions contrary to the drawings and specifications. The inspector
shall in no case act as foreman or perform other duties for the Contractor, or interfere
with the management of the work by the latter. Any advice which the inspector may
give the Contractor shall in no way be construed as binding the Owner, or the
Engineers in any way, nor releasing the Contractor from the fulfillment of the terms
of the contract.

ARTICLE 14 THE OWNER'S CONTROL NOT LIMITED

The enumeration in this contract of particular instances in which the opinion, judgment,
discretion, or determination of the Owner shall control or in which work shall be performed to
his satisfaction or subject to his approval or inspection, shall not imply that only matters similar
to those enumerated shall be so governed and performed, but without exception all the work shall
be so governed and performed.

ARTICLE 15 RIGHT OF THE OWNER TO TERMINATE THE CONTRACT

In the event that any of the provisions of this contract are violated by the Contractor, or any of
his subcontractors, the Owner may serve written notice upon the Contractor and the Surety of its
intention to terminate the contract, such notice to contain the reasons for such intention to
terminate the contract. If within ten days (10) such violation or delay shall not cease and
satisfactory arrangement of correction made, the contract shall, at the expiration of the ten days,
cease and immediately serve notice thereof upon the Surety and the Contractor, and the Surety
shall have the power to take over and perform the contract, provided, however, that if the Surety
does not commence performing thereof within ten days (10) from the date of mailing to such
Surety of Notice of termination, the Owner may take over the work and prosecute the same to
completion by contract or force account at the expense of the Contractor, and the Contractor and
his Surety shall be liable to the Owner for any excess cost occasioned the Owner thereby.

ARTICLE 16 INTERPRETATION OF THE DRAWINGS AND SPECIFICATIONS

Except for the Contractor's executed set, all drawings and specifications are the property of the
Owner. The Owner will furnish the Contractor, without charge, three (3) sets of the drawings and
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specifications. Additional sets will be furnished upon request, at actual cost of reproduction.
Such drawings and specifications are not to be used on other work and those sets in usable
condition shall be returned to the Owner upon request at the completion or cessation of the work
or termination of the contract.

The Contractor shall keep one (1) copy of the drawings and specifications at the work site at all
times and shall give the Owner and their representatives access thereto. Anything on the
drawings and not mentioned in the specifications, or anything in the specifications that is not
shown on the drawings shall have the same force and effect as if mentioned in both. In case of
conflict or inconsistency between the drawings and the specifications, the specifications shall
take precedence. Any discrepancy in the figures and the drawings shall be immediately
submitted to the Owner for decision and the decision of the Owner shall be final. In case of
differences between small and large scale drawings, the larger scale drawings shall take preced-
ence .

ARTICLE 17 INSPECTION

The authorized representatives and agents of the Owner shall be permitted to inspect all work
materials, payrolls, records of personnel, invoices for materials, and other relevant data and
records.

ARTICLE 18 REPORTS, RECORDS AND DATA

The Contractor and each of his subcontractors, shall submit to the Owner such schedules of
quantities, and costs, progress schedules, payrolls, reports, estimates, records, and other data as
the Owner may request concerning the work Performed or to be performed under this contract.

ARTICLE 19 RIGHTS-OF-WAY AND SUSPENSION OF WORK

Land and rights-of-way for the purpose of this contract shall be furnished by the Owner to the
extent shown on the drawings; the Owner will use due diligence in acquiring said lands and
rights-of-way as speedily as possible.

If however, lands or rights-of-way cannot be obtained before work on the project begins, the
Contractor shall begin his work upon such land or rights-of-way as have been previously
acquired by the Owner, and no claims for damages whatsoever will be allowed by reason of the
delay in obtaining the remaining land and rights-of-way. Should the Owner be prevented or
enjoined from proceeding with the work, or from authorizing its prosecution, either before or
after the commencement by reason of litigation, or by reason of its inability to procure the lands
or rights-of-way for the said work, the Contractor shall not be entitled to make or assert a claim
for damages by reason of the said delay, or to withdraw from the contract except by consent of
the Owner. Time for completion of work will be extended to such time as the Owner determines
will compensate for the time lost by such delay, such determination to be set forth in writing.
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ARTICLE 20 SUBCONTRACTORS

The Contractors may utilize the services of specialty subcontractors on those parts of the work
which, under normal contracting practices, are performed by specialty subcontractors.

The Contractor shall not award work to any subcontractor other than those listed in his bid,
without the prior written approval of the Owner, which approval will not be given until the
Contractor submits a written statement concerning the proposed award to the subcontractor,
which statement shall contain such information as the Owner may require.

The Contractor shall cause appropriate provisions to be inserted in all subcontracts relative to the
work, to bind the subcontractors to the contract documents insofar as applicable to the
subcontract work and to give the Contractor under any provisions of the contract documents.

Nothing contained in this contract shall create any contractual relationship between the Owner
and any subcontractor.

ARTICLE 21 ASSIGNMENTS

The Contractor shall not assign the whole or any part of this contract or any monies due or to
become due hereunder without the written consent of the Owner. In case the Contractor assigns
all or part of any monies due or to become due under this contract, the instrument of assignment
shall contain a clause substantially to the effect that it is agreed that the right of the assignee in
and to any monies due or to become due to the Contractor shall be subject to prior claims of all
persons, firms, or corporations for services rendered or materials supplied for the performance of
the work called for in this contract.

ARTICLE 22 MUTUAL RESPONSIBILITY OF CONTRACTORS

If, through acts of neglect on the part of the Contractor, any other contractor or any subcontractor
shall suffer loss or damage to the work, the Contractor agrees to settle with such other contractor
or subcontractor by agreement or arbitration. If such other contractor or subcontractor shall assert
any claim against the Owner on account of any damage alleged to have been sustained, the
Owner shall notify the Contractor who shall indemnify and save harmless the Owner against any
such claim.

ARTICLE 23 SEPARATE CONTRACTS

The Owner reserves the right to let other contracts in connection with the construction of the
contemplated work of the project, or contiguous projects of the Owner. The Contractor,
therefore, will afford to any such other contractors reasonable opportunity for the introduction
and storage of their materials and the execution of their work, will properly connect and
coordinate his work with theirs, and will not commit or permit any act which will interfere with
the performance of their work.

Town of Montville _ k CLA Engineers, Inc.
Fair Oaks Community Center Site Improvements

’ Civil - Structural - Survey



General Conditions
Page 11 of 24

The Contractor shall coordinate his operations with those of other contractors. Cooperation will
be required in the arrangement for storage of materials and in the detailed execution of the work.
Failure by the Contractor to keep informed on the progress of the work, or failure to give notice
of the lack of progress or defective workmanship by others, shall be construed as acceptance by
him of the status of the work as being satisfactory for proper coordination with and performance
of his own work.

ARTICLE 24 SAFETY AND HEALTH REGULATIONS

These contract documents, and the joint and several phases of construction hereby contemplated,
are to be governed, at all times, by the applicable provisions of the Federal law(s) including but
not limited to the following:

1.

2.

Williams-Steiger Occupational Safety and Health Act, 1970, Public Law 92-596;

Part 1910 of the Occupational Safety and Health Standards, Chapter XVII of Title 29,
Code of Federal Regulations.

This project is subject to all of the Safety and Health Regulations (CFR 29, Part 1926
and all subsequent amendments) as promulgated by the U.S. Department of Labor on
June 24, 1974.

In the event of any inconsistencies between the above laws and regulations and the provisions of
these contract documents, the laws and regulations shall prevail.

ARTICLE 25 SHOP OR SETTING DRAWINGS

a.

The Contractor shall submit promptly to the Owner six (6) copies of each shop or
setting drawing prepared in accordance with a schedule predetermined by the
Contractor. After examination of such drawings by the Owner, and the return thereof,
if resubmission is required the Contractor shall make such corrections to the drawings
as have been indicated and shall furnish the Owner with six (6) corrected copies.
Regardless of corrections made in or approval given to such drawings by the Owner,
the Contractor will, nevertheless, be responsible for the accuracy of such drawings
and for their conformity to the drawings and specifications, unless he notifies the
Owner in writing of any deviations at the time he furnishes the drawings.

Shop drawings of all fabricated work shall be submitted to the Owner for approval
and no work shall be fabricated by the Contractor save at his own risk until approval
has been given by the Owner.

The Contractor shall submit all shop and setting drawings on dates sufficiently in
advance of requirements to enable the Owner ample time for reviewing the same,
including time for correcting, resubmission and reviewing if necessary, and no claim
for delay will be granted the Contractor by reason of his failure in this respect.
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d. All shop drawings submitted must bear the stamp of the Contractor as evidence that
the drawings have been checked by him. Any drawings submitted without this stamp
of approval will not be considered and will be returned to the Contractor for
resubmissions. If the shop drawings show deviations from the requirements of the
contract documents because of standard shop practice or other reason, the Contractor
shall make specific mention of such variation in his letter of transmittal to the Owner,
in order that if acceptable, suitable action may be taken for proper adjustment;
otherwise the Contractor will not be relieved of the responsibility for executing the
work in accordance with the contract documents even though the shop drawings have
been approved.

e. Where shop drawings are submitted by the Contractor that indicate a departure from
the contract which the Owner deems to be a minor adjustment in his interest and not
involving a change in the contract price or extension of time, the Owner may approve
the drawings but the approval will contain in substance, the following:

"The modification shown on the attached drawings is approved in the interest of the
Owner to effect an improvement for the project and is ordered with the understanding
that it does not involve any change in the contract price or an extension of time; that it
is subject generally to all contract stipulations and covenants; and that it is without
prejudice to any rights of the Owner under the contract and bond or bonds."

f. The approval of the shop drawings will be general and shall not relieve the Contractor
from the responsibility for adherence to the contract, nor shall it relieve him of the
responsibility for any error which may exist.

g. The Contractor agrees to hold the Engineer and the Owner harmless and defend them
against damages or claims for damages arising out of injury to others or property of
third persons which result from errors on shop, working, or setting drawings whether
or not they have been approved by the Engineer and/or the-Owner.

ARTICLE 26 ADDITIONAL INSTRUCTIONS AND DETAIL DRAWINGS

The Contractor will be furnished additional instructions and detail drawings as necessary to carry
out the work included in the contract. The additional drawings and instructions thus supplied to
the Contractor will coordinate with the contract documents and will be so prepared that they can
be reasonably interpreted as part thereof. The Contractor shall carry out the work in accordance
with the additional detail drawings and instructions. The Contractor and the Owner will prepare
jointly a schedule fixing the respective dates for the submission of shop drawings, the beginning
of manufacture, testing, and installation of materials, supplies, and equipment, and the
completion of the various parts of the work; each schedule to be subject to change from time to
time in accordance with the pro-tress of the work.
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ARTICLE 27 MATERIALS, SERVICES AND FACILITIES

It is understood that, except as otherwise specifically stated in the contract documents, the
Contractor shall provide and pay for all materials, labor, tools, equipment, water, light, power,
transportation, superintendence, temporary construction of every nature, and all other services
and facilities of every nature whatsoever, necessary to protect, execute, complete, and deliver the
work within the specified time.

It is necessary for some work to be performed after regular hours, on Saturdays, Sundays, or
legal holidays as designated by the Owner. Any work necessary to be performed after regular
hours, on Saturdays, Sundays, or legal holidays shall be performed by the Contractor without
additional expense to the Owner.

ARTICLE 28 CONTRACTOR'S TITLE TO MATERIALS

No material, supplies, or equipment for the work shall be purchased by the Contractor or any
subcontractor, subject to any chattel mortgage or under a conditional sale or other agreement by
which an interest therein or in any part thereof is retained by the seller or supplier. The
Contractor warrants good title to all material, supplies, and equipment installed or incorporated
in the work and further warrants upon completion of all work, to deliver the premises, together
with all improvements and appurtenances constructed or placed thereon by him, to the Owner
free from any claims, liens, or charges, or encumbrances and further agrees that neither he nor
any person, firm, or corporation furnishing any material or labor for any work covered by this
contract shall have the right to a lien upon the premises or any improvement or appurtenance
thereon.

ARTICLE 29 INSPECTION AND TESTING OF MATERIALS

All materials and equipment used in the construction of the project shall be new and of current
manufacture. Testing will be done in accordance with accepted standards and as directed by the
Owner; the laboratory or inspection agency shall be selected by the Owner. Except as specified
elsewhere in these specifications. the Owner will pay for laboratory inspection.

All materials and workmanship shall be subject to inspection, examination, and testing by the
Owner at any and all times during manufacture and/or construction and at any and all places
where such manufacture and or construction is carried on, to establish conformance with these
specifications and suitability for uses intended. Without additional charge the Contractor shall
furnish promptly all reasonable facilities, labor, and materials necessary to make tests so required
safe and convenient; he shall also furnish any mill, factory, or other such tests based on the
Standards and Tentative Standards of the American Society for Testing Materials as required by
the Owner.

Town of Montville _ k CLA Engineers, Inc.
Fair Oaks Community Center Site Improvements

’ Civil - Structural - Survey



General Conditions
Page 14 of 24

ARTICLE 30 BRAND OR EQUAL CLAUSE

Recipients must incorporate in their specifications a clear and accurate description of the
technical requirements for the material, product or service to be procured. Such description shall
not, in competitive procurements, contain features which unduly restrict competition. The
description shall include a statement of the qualitative nature of the material, product or service
to be procured and, when necessary, shall set forth those minimum essential characteristics and
standards to which it must conform if it is to satisfy its intended use. Detailed product
specifications shall be avoided if at all possible when it is impractical or uneconomical to make a
clear and accurate description of the technical requirements, a "brand name or equal™ description
approved by the Owner may be used as a means to define the performance or other salient
requirements of a procurement. The specific features of the named brand which must be met by
offerors shall be clearly stated.

ARTICLE 31 PATENTS

a. The Contractor shall hold and save the Owner harmless from liability of any nature or
kind, including cost and expenses for, or on account of, any patented or unpatented
invention, process, article, or appliance manufactured or used in the- contract,
including its use by the Owner.

b. License and/or royalty fees for the use of a process which is authorized by the Owner
must be reasonable, and paid to the holder of the patent, or his authorized agent,
directly by the Contractor.

c. If the Contractor uses any design, device, or material covered by letters, patent, or
copyright, he shall provide for such use by suitable agreement with the owner of such
patent or copyrighted design, device, or material.

d. Itis mutually agreed and understood that, without exception, the contract prices shall
include all royalties, license fees or costs arising out of the use of such process,
design, device or materials in any way involved in the work. The Contractor and/or
his Surety shall indemnify and save the Engineer and the Owner harmless from all
claims for infringement by reason of use of such patented material, device or design,
in connection with the work under this contract, and shall indemnify the Engineer and
the Owner for any cost, expense or damage which it may be obligated to pay for
reason of such infringement at any time during the prosecution of the work.

ARTICLE 32 CONTRACTOR'S BOND AND INSURANCE

Each Bidder must be able to enter into contract, covering the work, within 10 days from the
acceptance of his proposal.

The successful bidder' must, within 10 days from the date of acceptance of his proposal, furnish
and file with the Owner, a corporate performance bond and payment bond or equivalent security,
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guaranteeing, completion of the job in accordance with the proposal. This bond or equivalent
security shall be for 100% of the amount of the contract. The cost of a bond is to be figured as
part of the cost of the job. The Surety Company must be one licensed to do business in the State
of Connecticut, from securities listed on the most recent IRS Circular 570 and must be satisfactory to
the Owner.

The successful bidder must, within 10 days from the date of acceptance of his proposal, file with
the Owner, Workmen's Compensation, Comprehensive General Liability, Comprehensive Auto
Liability, Certificates of Insurance satisfactory to the Owner, in compliance with the law, and in
the following form and amount:

Liability Insurance shall include all major divisions of coverage and be on a comprehensive basis
including:

Premises Operations, including X, C and U coverages as applicable.
Independent Contractor’ Protective.

Products and Completed Operations.

Personal Injury Liability with Employment Exclusion deleted.
Contractual.

Owned, non-owned and hired motor vehicles.

Broad Form Property Damage including Completed Operations.

NogakowdnpE

Workers” Compensation

State: Statutory

Voluntary Compensation Same as State Workers’
(by any exempt entities) Compensation

Employer’s Liability $1,000,000 Each Accident

$1,000,000 Disease, Policy Limit
$1,000,000 Disease, Each Employee

General Liability (Including Premises-Operations; Independent Contractors’ Protective; Products
and Completed Operations; Broad Form Property Damage):

(a) Bodily Injury:

$1,000,000 Each Occurrence
$3,000,000 Aggregate

(b) Property Damage:

$1,000,000 Each Occurrence
$3,000,000 Aggregate
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(c) Property Damage Liability Insurance shall include coverage for the following
hazards:

X X (Explosion), _X C (Collapse), _X U (Underground)

(d) Contractual Liability (Hold Harmless Coverage) or included in Commercial
General Liability Coverage:

1) Bodily Injury:
$1,000,000 Each Occurrence
@) Property Damage:

$1,000,000 Each Occurrence
$3,000,000 Aggregate

(e) Personal Injury, (with Employment Exclusion deleted if applicable):
$1,000,000 Aggregate

(F) If General Liability policy includes a General Aggregate, such General Aggregate
shall not be less than $3,000,000. Policy shall be endorsed to have General
Aggregate apply to this Project only.

3. Umbrella Excess Liability or $5,000,000 excess which would not require a retention.

$5,000,000 Over Primary Insurance
$10,000 Retention

4. Comprehensive Automobile Liability (owned, non-owned, hired):
(@) Bodily Injury: $1,000,000 combined single limit.

Fire and Special Extended Coverage in Builder's Risk policy in the amount of 100% of insurable
completed value.

The Contractor shall purchase and maintain a separate Owner’s Protective Liability policy,
issued to Owner at the expense of Contractor, including Owner and Engineer as named insured.
This insurance shall provide coverage for not less than the following amounts:

1) Bodily Injury $1,000,000 Each Occurrence
$1,000,000 Annual Aggregate
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2 Property Damage including $1,000,000 Each Occurrence
Explosion Collapse and Under- $1,000,000 Annual Aggregate
ground coverage.

The Contractor shall purchase and maintain, until final payment, property insurance upon the
Work at the site in an amount equal to the total bid price for the completed construction. This
insurance shall include the interests of Owner, Contractor, Subcontractors, Engineer and
Engineer’s consultants in the Work, shall insure against the perils of fire and extended coverage,
shall include “all risk” insurance for physical loss and damage including theft, vandalism, and
malicious mischief, collapse and water damage, and shall include damages, losses and expenses
rising out of or resulting from any insured loss or incurred in the repair or replacement of any
insured property (including but not limited to fees and charges of engineers, architects, attorneys
and other professionals). This insurance shall be provided on the completed value form. If not
covered under the “all risk” insurance or otherwise provided in these General Conditions,
Contractor shall purchase and maintain similar property insurance on portion of the Work stored
on and off the site or in transit when such portions of the Work are to be included in an
Application for Payment.

The Town of Montville (Owner) and CLA Engineers, Inc. (Engineer) shall be named as
additional insured on the above coverages.

If subcontractors are employed, same limits as named above shall apply and the certificate of
insurance must be filed with the Owner.

No contract shall be binding upon the Owner until such bond shall have been given and until
Comprehensive General Liability, Comprehensive General Auto Liability and Workmen’s
Compensation policy certificates indicated-above have 'been filed with the Owner and approved
as to form and sufficiency by the Owner. The insurance policy certificate provided by the
successful bidder and all subcontractors-shall carry a statement by the insurance company that
the Owner will receive at least ten (10) days notice prior to cancellation of any portion of the
policies or any modifications in the insurance coverage that may affect the Owner's interest. The
cost of all insurance coverage shall be included in the price of the contract cost.

The insurance company must be licensed to do business in the State of Connecticut and must be
satisfactory to the Owner. THE OWNER MUST BE NAMED AS ADDITIONAL INSURED.

ARTICLE 33 REPRESENTATIONS OF CONTRACTOR

The Contractor represents and warrants that he is financially solvent and that he is experienced
and competent to perform the type of work outlined in the specifications and drawings and that
he has carefully examined the drawings and specifications along with addendum (or addenda), if
any, and the site of the work, and that from his own investigations, he has satisfied himself as to
the nature and location of the work, the character,-quality and quantity of surface and sub-surface
materials likely to be encountered, the character of equipment and other facilities needed for the
performance of the work, the general and local conditions and all other materials which may in
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any way affect the work or its performance and that he is aware of the hazards involved in the
work and the danger to life and property both evident and inherent and that he will conduct the
work in a careful and safe manner without injury to persons or property. He further warrants that
any injury to persons or property resulting from the work shall be the sole responsibility of the
Contractor.

ARTICLE 34 INDEMNITY OF OWNER BY CONTRACTOR

The Contractor shall indemnify and save harmless the Owner against any and all damages to
property or injuries to or death of any person or persons, including property and employees or
agents of the Owner, and shall defend, indemnify and save harmless the Owner from any and all
claims, demands, suits, actions or proceedings of any kind or nature including workmen's
compensation claims, of or by anyone whomsoever, in any way resulting from or arising out of
the operations in connection herewith, including operations of subcontractors and acts or
omissions of employees or agents of Contractor or his subcontractors. Insurance coverage
specified herein and in any special conditions constitutes the minimum requirements and said
requirements shall in no way lessen or limit the liability of Contractor under the terms of the
contract. The Contractor shall procure and maintain, at his own cost and expense, any additional
kinds and amounts of insurance which, in his own judgment, may be necessary for his proper
protection in the prosecution of the work. The Contractor agrees to well and truly save and
indemnify and keep harmless, the Owner against all liability, judgments, costs and expenses
which may in any wise come against the Owner or which may in any wise result from
carelessness, omission or neglect of the Contractor or his agents, employees or workmen in any
way arising or resulting from the operation in connection herewith, including all liability to the
Owner resulting from the failure to erect or maintain sufficient railing or fence as required by
Section 13a111, Connecticut General Statutes, and against all liability from defects claimed to be
in violation of Section 13a-149, Connecticut General Statutes. Any additional cost of this save
harmless insurance coverage shall be included in the price of the contract.

ARTICLE 35 TERMINATION FOR CONVENIENCE

The Owner hereby reserves the right to terminate the performance of this contract for any reason
the Owner deems appropriate. The Owner will pay all actual costs to date of termination, how-
ever, the Contractor shall not be entitled to any profit on furnished or unearned work.

ARTICLE 36 COMPETENT HELP TO BE EMPLOYED

The Contractor shall employ experienced foreman, craftsmen and other workmen competent in
the work in which they are to be engaged. All work shall be accomplished by able, skilled and
competent personnel. If any person employed on the work by the Contractor shall appear to be
incompetent or unreliable in any way, he shall be discharged immediately upon the request of the
Owner and shall not -again be employed on the work.
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ARTICLE 37 SPIRITUOUS LIQUORS AND DRUGS

The Contractor shall neither permit nor suffer the introduction or use of -spirituous liquors upon
the work embraced in this contract. Dope or drugs of any kind unless ordered by a physician are
prohibited. Any employee found using spirituous liquors, dope or drugs of any kind unless
ordered by a physician shall be immediately discharged.

ARTICLE 38 PROHIBITING EMPLOYEE DISCRIMINATION BY CONTRACTOR

The Contractor agrees and warrants that in the performance of this contract he will not
discriminate or permit discrimination against any person or group of persons on the grounds of
race, color, religion, national origin, sex, or physical disability, including, but not limited to,
blindness, unless it is shown by such Contractor that such disability prevents performance of the
work involved in any manner prohibited by the laws of the United States or of the State of
Connecticut, and further agrees to provide the commission on human rights and opportunities
with such information requested by the commission concerning the employment practices and
procedures of the Contractor as relate to the provisions of this section.

ARTICLE 39 CLAIMS FOR EXTRA WORK

After the contract has been signed, no claims for extra work will be honored. unless authorized in
writing by the Owner.

ARTICLE 40 WORK CHANGES

The Owner may make changes in the scope of the work required to be performed by the
Contractor under the Contract by making additions thereto, or by omitting work therefrom,
without invalidating the Contract, and without relieving or releasing the Contractor from any of
his obligations under the Contract or any guarantee given by him pursuant to the Contract
provisions, and without affecting the validity of the guaranty bonds, and without relieving or
releasing the surety or sureties of said bonds. All such work shall be executed under the terms of
the original Contract unless it is expressly provided otherwise.

Except for the purpose of affording protection against any emergency endangering life or
property, the Contractor shall make no change in the materials used or in the specified manner of
constructing and/or installing the improvements or supply additional labor, services or materials
beyond that actually required for the execution of the Contract, unless in pursuance of a written
order from the owner authorizing the Contractor to proceed with the change. No claim for an
adjustment of the Contract price will be valid unless so ordered. Upon request the Contractor
shall supply the Owner with a detailed proposal for the changes showing quantities of, and unit
prices for his work and that of any subcontractor involved. No such change order shall be
considered, however, unless approved by the Owner and their duly authorized representatives
prior to its issuance. Upon receipt of the written order the Contractor shall proceed with the
work as and when directed. The amount of compensation to be paid to the Contract for extra or
additional work so ordered shall be determined as follows:
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(1) By such applicable Unit Price, if any, as set forth in the Agreement, or

(2) If no such Unit Prices are so set forth, or if the total net change increases or decreases
the total Contract price more than 25 percent (25%) then by a Lump Sum mutually
agreed upon by the Owner and the Contractor, and establish as follows:

For work to be performed under a Lump Sum agreement the Contractor may apply a 15%
allowance for overhead and profit against the net cost of work actually to be performed by him
except that in the event the change in work to be performed by him results in a net omission then
no percentage for overhead and profit shall be allowed.

The Contractor is permitted a 5% allowance to be applied against the net cost to a subcontractor
for work actually performed by the subcontractor, but on any change involving more than one
subcontractor, their net costs and/or net omission shall be combined as one before consideration
is given to the application of the 5% for the Contractor’s overhead and profit, and, in the event
the Contractor shows a net omission for the changes as it affects the work actually to be
performed by him, he is permitted only the 5% applied to the amount (if any) by which the net
cost to the subcontractor exceeds the net omission by the Contractor.

For work to be performed by a subcontractor the cost to the Owner may include the net cost to
the subcontractor plus an allowance of an amount not to exceed 15% of the net cost for the
subcontractor’s overhead and profit, except that in the event that the change in work results in a
net omission for the subcontractor there shall be no application of the 15% overhead and profit.

Net cost to the Contractor and/or subcontractor shall be that defined in sub-section (3) of this
article, but in every case taxes imposed by law upon labor employed at the site shall be excluded;
and all credits (which in the case of the Contractor shall include net omissions by the
subcontractor) shall be deducted before the percentage can be applied.

For the purposes of applying the provisions of the article, the Owner will not recognize other
than a direct subcontractor of the Contractor nor permit the aggregate allowance to exceed 20%
as applied above, to the net cost of work performed by any subcontractor.

(3) If no such unit prices are set forth and if the parties cannot agree upon a lump sum,
then the Owner may at his option either: 1) order the work to be done and
compensated for in the following manner: by the actual net cost in money to the
Contractor of the materials, the wages of applied labor, insurance, taxes imposed by
law on labor employed on the work, plus such rental for equipment (other than tools)
required and approved for such additional work. After excluding taxes imposed by
law upon labor employed on the work, the Contractor shall receive 15% of the actual
net cost outlined above as compensation for all other items of profit and costs or
expenses including administration, overhead, superintendent, materials used in
temporary structures, allowances (including provision for overhead and profit) made
by the Contractor to subcontractors, additional premiums upon performance bond of
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the Contractor and the use of small tools; or (2) the Owner may order that item or
portion of work omitted without invalidating any of the terms thereof, and there shall
be deducted from the contract price the value as estimated by the Engineer of the
labor and material omitted from the contract, if any be omitted.

ARTICLE 41 OWNER'S RIGHT TO DO WORK

If the Contractor should neglect to prosecute the work properly or fail to perform any provision
of this contract, the Owner, after five (5) days written notice to the Contractor may, without
prejudice to any other remedy he may have, make good such deficiencies and may deduct the
cost thereof from the payment, then or thereafter due the Contractor.

ARTICLE 42 PAYMENTS

Payment for the work will be made when the work outlined in the specifications is completed or
in accordance with the terms stated herein. Invoices shall be prepared in prescribed form by the
Contractor and shall be submitted to the Owner's Superintendent in triplicate for checking and
certifications.

No payment or compensation of any kind shall be made to the Contractor for damages because
of hindrance or delay from any cause in the progress of work. whether such hindrance or delays
be avoidable or unavoidable.

ARTICLE 43 PAYMENT TO SUB-CONTRACTOR

The Owner assumes no obligation to pay to or to see to the payment of any sum to any
sub-contractor.

ARTICLE 44 WORK IN INCLEMENT WEATHER

The Owner or the Owner's Superintendent will determine when conditions are unfavorable for
work and may order the work or any portion of it suspended whenever, in his opinion the
conditions are not such as will insure first class work. In general, work shall be prosecuted
throughout the year and the Contractor will be expected to keep work going and employment of
labor as continuous as possible. However, the Contractor shall, and shall cause his subcontractors
to protect carefully his and their work against damage or injury from the weather. If this is not
done to the Owner's satisfaction and any damage to the work occurs, the work shall be removed
and replaced at the expense of the Contractor.

ARTICLE 45 ARCHEOLOGICAL FINDS

The Contractor, for the life of this contract, is herewith required to immediately notify the
following organizations in the event that any articles such as "Charcoal”, "bone", "shell",
"cultural objects, fire cracked stones or stone flaking material™ or any other such related items of
historical significance are discovered:
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David Pourier

Connecticut Historic Preservation Commission
59 South Prospect Street

Hartford, Connecticut 06106 (Tel. 566-3116)

and the resident engineer or inspector for the project.

ARTICLE 46 POWER AND WATER

Should the Contractor require electric power and/or water, he shall make necessary arrangements
with the Owner for securing it and bear any expense involved, unless expressly provided for
otherwise in the specifications.

ARTICLE 47 TOILET ACCOMMODATIONS

The Contractor shall provide necessary sanitary toilet accommodations for the workmen.

ARTICLE 48 LIENS

The final payment for the work will not be made until the Owner is satisfied that no liens have,
or can be placed for material or labor on this work. If required by the Owner, waivers of liens
may be required. If the Contractor, or any subcontractor refuses to furnish a release or waiver of
liens, they may furnish a bond satisfactory to the Owner to indemnify the Owner against any
liens.

ARTICLE 49 PROGRESS PAYMENTS

The CONTRACTOR may submit periodically, but not more than once each month, a Request for
Payment for work done. The CONTRACTOR shall furnish the OWNER all reasonable facilities
required for obtaining the necessary information relative to the progress and execution of the
work.

Within fifteen (15) days of submission of any Request for Payment by the CONTRACTOR, the
OWNER shall:

a. Approve the Request for Payment as submitted, or

b. Approve such other amount as he shall decide is due the CONTRACTOR, informing
and CONTRACTOR in writing of his reasons for approving the amended amount, or

c. Withhold the Request for Payment, informing the CONTRACTOR in writing of his
reasons for withholding it.

Within thirty (30) days from the date of approval of the Request for Payment the OWNER will:
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a. Pay the Request for Payment as approved less a five percent (5%) retainage, until
substantial completion of the project, at which time the retainage will be reduced to
two percent (2%) until final completion.

b. Withhold payment in whole or in part on an approved Request for Payment to the
extent necessary to protect himself from loss on account of any of the following
causes discovered provided he informs the CONTRACTOR in writing of his reasons
for withholding payment in whole or in part:

1. Defective work.

2. Evidence indicating the probable filing of claims by other parties against the
CONTRACTOR.

3. Failure of the CONTRACTOR to make payments to Subcontractors, material
suppliers or labor.

4. Damage to another Contractor.

ARTICLE 50 GENERAL GUARANTEE

The Contractor shall guarantee his work for a period of one (1) year after the date of the Owner's
Superintendent'’s final inspection and acceptance as evidenced by final payment. he shall during
that period repair promptly, at his own cost and expense all breaks, failures or defects which
develop in his work as a result of faulty material or workmanship. The performance bond shall
remain in effect through the guarantee period.

ARTICLE 51 FINAL INSPECTION AND ACCEPTANCE

Upon receipt of written notice from the Contractor that his work is complete, the Owner's
Superintendent will make a final inspection and will notify the Contractor of all instances in
which the work fails to comply with the specifications as well as any defects which he may
discover. The Contractor shall thereupon immediately rebuild, alter and restore the work so that
it will comply with the specifications and he shall remedy any defects at his own cost and
expense and to the satisfaction of the Owner's Superintendent. Upon the completion of such
alterations or repairs the Owner's Superintendent will issue his certificate of final acceptance of
work. The issuance of such certificate of final acceptance by the Owner's Superintendent shall
not prevent the Owner from recovering damages at any subsequent time for work found to be
actually defective.

ARTICLE 52 FINAL PAYMENT

The acceptance by the Contractor of payment for the final invoice, made after the Owner's
Superintendent's certification of final acceptance as provided for in these General Conditions,
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shall release the Owner and every agent of the Owner from all further claims or liabilities to the
Contractor of whatever nature, except for the remaining sum or sums of money withheld under
the provisions of the contract.

ARTICLE 53 CORRECTION OF FAULTY WORK AFTER FINAL PAYMENT

The approval of the final Request for Payment by the Owner and the making of the final
payment by the Owner to the Contractor shall NOT relieve and Contractor of the responsibility
for faulty materials or workmanship. The Owner shall promptly give notice to faulty materials
or workmanship and the Contractor shall promptly replace any such defects discovered within
two years from the date of written acceptance of the work. The Owner shall decide all questions
arising under this paragraph.

ARTICLE 54 USE OF "HE”, “HIS” OR “HIM”

Whenever in these specifications the masculine words, “he”, “his”, or “him” are used pertaining
to the Contractor, Owner, Engineer or any other entity or person it shall be for brevity, and in no
way is any sexual discrimination intended.
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SECTION 02000 SITE GENERAL CONDITIONS

PART 1 - GENERAL

1.01

RELATED DOCUMENTS

1.02

A.

The Drawings and general provisions of the Contract, including General
Conditions, apply to this Section.

DEFINITIONS

1.03

A.

C.

D.

Form 816 refers to "State of Connecticut, Department of Transportation, State
Highway Department, Standard Specifications for Roads, Bridges, and
Incidental Construction - Form 816, 2004" and all supplements thereto. The
word "Engineer" appearing in Form 816 shall be construed to mean Architect.
Articles dealing with Method of Measurement and Basis of Payment are
applicable to this Contract.

AASHTO means the latest standards and supplements thereto of the American
Association of State Highway and Transportation Officials.

ASTM means the latest standards and supplements thereto of the American
Society of Testing and Materials.

ANSI means the latest standards and supplements thereto of the American
National Standards Institute.

ENGINEER refers to the designated representative of the Owner.

ORDER OF CONSTRUCTION

A.

Adapt all site work to the progress and order of construction of the work under
this Contract. Carry out each section of work in such an order as the Engineer
may direct.

Schedule work to install any sub-surface site work before beginning the
subgrades for paved areas.

Submit schedule for review and acceptance by Engineer.
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1.04 SPECIAL REQUIREMENTS

A.

Verify and confirm all existing conditions and location of underground utilities
in the field. No claim for extra compensation or for an extension of time will be
allowed due to conditions inconsistent with the drawings and specification.

Restore any and all areas outside the contract limit lines that are disturbed
during the progress of work as directed by the Engineer at the Contractor's
expense.

Access into the site is required by the Owner and shall be maintained by the
Contractor.

. All erosion and sedimentation control shall conform to "Connecticut Guidelines

for Soil Erosion and Sediment Control;" the Connecticut Council on Soil and
Water Conservation, 2002.

Maintain access for fire fighting equipment to all parts of the site at all times.
Protect all streets, roads and sidewalks and maintain reasonably clear of dirt or

other debris that is due to construction. Apply water as necessary for dust
control.

. Warning: Call 48 hours before any digging 1-800-922-4455.

Contractor to layout locations, lines, and grades of all site work using
established permanent benchmarks. Maintain and protect established bounds
and benchmarks and replace any which are destroyed or disturbed.

The Contractor shall maintain traffic in the project area to the satisfaction of the
Owner. The Contractor must maintain pedestrian and vehicular traffic and
permit access to the facility. The Contractor shall supply, install, maintain,
adjust, move, relocate, and store all signs, suitably lighted barricades, traffic
cones and traffic delineators, as necessary to carry out the traffic routing plan
and maintain vehicular and pedestrian traffic. All of this work shall meet with
the requirements of the Local Agencies and the Owner.

The Contractor shall furnish and securely fasten flashing units to signs,
barricades, and other objects in such numbers and for such lengths of time as
are required for the maintenance and protection of traffic, or as the Engineer
may order. The flasher shall be in operation during all hours between sunset
and sunrise, and during periods of low visibility. The Contractor shall maintain,
relocate and operate barricades and flashers throughout the life of the contract.
No special payment will be made for barricades or flashers.
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Should the Contractor or his employees neglect to set out and maintain
barricades or lights, as required in these specifications, the Owner immediately,
and without notice, may furnish, install and maintain barricades or lights. The
cost thereof shall be borne by the Contractor any may be deducted from any
amount due or to become due to the Contractor under this contract.

J. Every effort shall be made to protect private or public property during
construction. All damaged areas shall be replaced in kind by the Contractor at
no additional cost to the Owner. All materials not specifically described in
other Sections, but required for work included in this Section, shall be new, first
quality of their respective kinds, and subject to the approval of the Owner. All
areas affected by the construction outside of the work limits shall be repaired to
the complete satisfaction of the Owner. Should these items become damaged by
the construction, the Contractor shall replace the damaged items at no additional
cost to the Owner.

1.05 EXAMINATION OF SITE

A. Data contained in Contract Documents (site survey, elevations, etc.) represents
the best information available. There is no guarantee, implied or otherwise, as
to the accuracy or completeness of the information shown. Contractor shall be
constantly on the alert for unknown, abandoned or mislocated utilities and
for changing soil or subsurface water conditions.

B. Prior to start of any excavation, check with Owner and utility companies for
location of underground facilities.
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SECTION 02210 - SITE EARTHWORK

PART 1 - GENERAL

1.01 RELATED DOCUMENTS

The Drawings and general provisions of the Contract, including General Conditions,
apply to this Section.

1.02 DESCRIPTION OF THE WORK

Site earthwork shall include, but is not necessarily limited to, the following:
Lay out and stake proposed work and set required elevations.

Excavate earth necessary to establish the grades shown on the plans. Furnish additional
fill if required.

Trench excavation, bedding, and backfill necessary to install site drainage, and
improvements.

Remove excavated material unsuitable for fill or backfill and any excess material with
legal disposal off site.

Provide, test, and place topsoil to complete the work of this Contract.
Construct processed aggregate bases for pavement.

Provide gravel subbases for pavements and gravel necessary to complete the work of
other parts of this Specification.

Furnish and install 4" screened topsoil on all disturbed areas to be planted.

1.05 DEFINITIONS

Excavation consists of removal of material encountered to subgrade elevations indicated
and subsequent disposal of materials removed.

Unauthorized excavation consists of removal of materials beyond indicated subgrade
elevations or dimensions without specific direction of Engineer. Unauthorized
excavation, as well as remedial work directed by Engineer, shall be at Contractor's
expense.

Additional Excavation: When excavation has reached required subgrade elevations,

notify Engineer, who will make an inspection of conditions. If Engineer determines that
bearing materials at required subgrade elevations are unsuitable, continue excavation
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until suitable bearing materials are encountered and replace excavated material as
directed by Engineer. The Contract Sum may be adjusted by an appropriate Contract
Modification.

Removal of unsuitable material and its replacement as directed will be paid on basis of
Conditions of the Contract relative to changes in work.

Subgrade: The undisturbed earth or the compacted soil layer immediately below granular
subbase, drainage fill, or topsoil materials.

Original grade is defined as being the grade which exists at the time of the Contract
award.

1.06 PROTECTION

Protect excavations by shoring, bracing, sheet piling, underpinning, or other methods
necessary to prevent cave-in or loose soil from falling into excavation. Shoring and
bracing shall be entirely independent of footings and foundations and shall not thrust
against any portion of the structure.

Underpin adjacent structures that may be damaged by excavation work, including service
utilities and pipe chases.

Notify Engineer of unexpected subsurface conditions and discontinue effected work in
area until condition is resolved.

Protect bottom of excavations and soil adjacent to and beneath foundations against
freezing when atmospheric temperature is less than 35 degrees F.

Do not allow water to accumulate in excavations. Remove water to prevent softening of
foundation bottoms, undercutting footings, and soil changes detrimental to stability of
subgrades and foundations. Provide and maintain pumps, well points, sumps, suction and
discharge lines, and other dewatering system components necessary to convey water
away from excavations.

Establish and maintain temporary drainage ditches and other diversions outside
excavation limits to convey rain water.
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1.07 FIELD INSPECTION AND TESTING

The Contractor will retain and pay for an independent soils laboratory to perform
inspection and testing of fill and other soil products as deemed necessary.

The Contractor shall notify the Owner and Engineer when each layer of fill is to be in
place and ready for testing. The Contractor shall allow ample time for testing.

If fill is placed in excess of 16" without testing, it shall be subject to removal on direction
of Engineer.

Work required to correct faulty operation shall be at the Contractor's expense. Retesting
will be by the Contractor, and the Contractor shall pay costs.

Topsoil tests will be paid for by the Contractor.

PART 2 - PRODUCTS

2.01 PRODUCTS

FILL AND BORROW

Excavated materials only if they conform to Section 2.02.03-5 of Form 816.

Complete filling with "Borrow". Conform to "Borrow" Section 2.07.01 and 2.07.02 of
Form 816.

Do not include any organic or perishable materials in fill or "borrow" material.
Dispose of unusable materials legally off site.
BACKFILL

Provide material free of organic or perishable material and without stones larger than 3
1/2 inches, with less than 10% by weight passing a No. 200 sieve.

Do not backfill with material which does not meet the above requirements. Furnish and
satisfactorily place material conforming to "Borrow" Section 2.07.01 and 2.07.02 of
Form 816.

TOPSOIL: M13.01-1 of Form 816.

SAND BEDDING: Sand or sandy soil, all of which passes a 3/8 inch sieve, and not more
than 10% of which passes a No. 200 sieve. Existing material may be used if it complies.

STONE BEDDING: Item M.02.02-2 of Form 816. 3/4 inch size.
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FILTER FABRIC: M.08.01-26 of Form 816.

PROCESSED AGGREGATE: Item M.05.01 of Form 816; except all stone where noted
on the drawings.

GRAVEL.: Item M.02.01 and requirements of material grading A as defined in M.02.06
of Form 816.

PART 3 - EXECUTION

3.01 ENGINEERING AND SURVEY WORK

Contractor to layout all work shown on drawings. Furnish all engineering services
required. Provide a registered engineer or licensed surveyor to lay out the initial stakes.
Maintain and protect or replace stakes as required. Stake the proposed entrance drives,
parking areas, and set finish elevations. Tie in control points so as to permit any portion
of the layout to be reestablished without a complete survey.

3.02  MASS EARTH EXCAVATION AND FILL

Provide excavation and filling, furnishing of additional fill if required, compaction, and
the legal off-site disposal of all unsuitable sand, clay, unsuitable gravel, broken stone,
limestone, soft shale, soft slate or sandstone, loose or decomposed rock boulders of less
than 2 cubic yards in volume, and all other excavated material not otherwise classified
under this Specification. Include rock or ledge of such consistency that is can be moved
by bulldozer or other equipment.

Excavate and fill to the lines and grades indicated on the drawings and conduct the work
S0 as to cause a minimum disturbance to adjacent areas. Do not fill when earth is frozen
or in an extremely wet condition. Determine that areas to be filled are free of debris,
refuse, and compressible or decomposable materials. Remove any topsoil and all organic
material before placing fill.

Proof-roll all ground surfaces with a minimum of 2 passes of a compacting machine
approved by the Engineer. Remove any soft material unsuitable for supporting specified
compacted fill and fill with specified fill material.

Notify the Engineer when excavations are ready for inspection. Do not fill until
conditions are approved.

Place in lifts 12 inches deep maximum after compaction and 8 inches deep maximum
under pavements, structures, slabs, and footings.

Compact each lift to achieve the required percentage of Modified AASHTO laboratory
density (ASTM D-1557, Method C.).
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Compact fill to subgrade under proposed grass areas to 90% of density.

Compact fill to subgrade under pavements, structures, slabs, and footings to 95% of
density.

Determine subgrades from the sections on the drawings. Provide topsoil under grass
areas 6 inches minimum. Maintain finish grades as shown on the plans.

Maintain adequate site drainage at all times during grading operations.

3.03  TRENCH EARTH EXCAVATION AND BACKFILL

Excavate pipes 2 feet beyond the inside diameter. Excavate structures to the widths and
depths shown on drawings or as specified. Keep sides as vertical as practical.

Furnish all shoring and bracing necessary for the completion of the work. Keep
excavations dry. Do not excavate to full depth in freezing temperature unless pipes,
structures, and footings are installed immediately. Where accidental excavations cause
material removal below the required grade for proposed pipes and structures, backfill
with concrete up to the required grade.

Provide storm drainage trenches with continuous slope in direction of flow.

Bedding shall be sand or sandy soil unless otherwise shown on the drawings. Install all
pipes in bedding material with a thickness directly under the pipe of minimum 4 inches
and preshaped to a height of 10% of total height of pipe for pipes 12 inches or larger and
to 6 inches over pipe for smaller sizes. After pipe is installed, trench shall be backfilled
with bedding material to a height of 25% of the total height of the pipe for storm sewers
and to 6 inches over pipe for sanitary sewers and water. Backfill to subgrade, above
bedding material, may be existing material provided that no unsuitable material, as
determined by Engineer, nor material with stones 3 1/2 inches or greater, be used.

Backfill in layers not exceeding 12 inches in depth. Conform to Section 2.05.03 of Form
816. Do not backfill against any pipe, structure or footing until permission is given by the
Engineer.

Compact to 95% Modified AASHTO laboratory density (ASTM D-1557, Method C.)

If pipes or structures are over fill areas, fill 12 inches higher than the top and compact to

density required. Trench to required elevation. Extend fill and compaction at least 2 feet
laterally on both sides or proposed pipe or structure
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3.04 EXCAVATION PROTECTION AND MAINTENANCE

Protect open excavations with fencing, warning lights, and/or other suitable safeguards.

Shore, sheet, or brace excavations and trenches as required to maintain them secure and
to protect adjacent existing structures. Remove shoring as the backfilling progresses, but
only when banks are safe against caving or collapse.

Provide, maintain, and operate pumps and related equipment, including stand-by
equipment, of sufficient capacity to keep excavation free of water at all times, and under
any and all contingencies that may arise until the structures attain their full strength.
Notify the Engineer and receive approval before discontinuance of pumping. Maintain
ground water in bearing strata at a safe level at all times by methods which prevent loss
of fines or other disturbances to the strata. If methods employed have not been adequate
and the bearing value of the soil has been reduced, carry out remedial measures as
directed by the Engineer. Keep trenches free of water until trenches have been backfilled.

Dispose of water through temporary pipe lines with outfall to natural drainage courses.
Prevent erosion of surrounding areas. Build temporary culverts if required. At completion
of dewatering, remove temporary facilities and restore subgrade and any damaged areas.

3.05 TESTING AND SPREADING TOPSOIL

Test, screen, and spread topsoil on all disturbed areas within the contract limit line upon
which construction does not occur.

At Contractor's expense, test representative samples of stockpiled topsoil and any borrow
topsoil employing the services of a commercial or government agency approved by the
Engineer. Provide mechanical analysis and ph value. Topsoil shall conform to the
requirements of Article M.13.01-1 of DOT Form 816.

Provide subgrade 6 inches below finish grade elevation for lawns. Loosen subgrade by
disking or scarifying to a depth of 2 inches minimum where compaction has occurred.
Clear surface of all stumps, stones, or roots 2 inches in diameter or greater; cable, wire,
grade stakes, and any other materials which might hinder proper tillage or spreading.
Obtain approval of the subgrade from the Engineer before applying topsoil.

Spread topsoil uniformly to finish grades. Do not spread or work when topsoil or
subgrade are frozen, muddy, or excessively dry. Place only when seeding and sodding
operations can follow within a reasonable time.

Remove weeds above 1 inch in height prior to seeding and sodding operations. Do not
allow weeds to go to seed. Keep heavy equipment, trucks, etc., off of topsoiled areas. If
compaction occurs, scarify to a depth of 4 inches. Maintain finish grades by adding
topsoil in eroded or settled areas.
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3.06 PROCESSED AGGREGATE BASE

Furnish and install processed aggregate base under pavements to the depths shown on the
drawings. Obtain approval of subbase by the Engineer before placement.

Place and compact uniformly with a roller, vibratory compactor, or hand tamper, to 95%
of Modified AASHTO laboratory density (ASTM D-1557, Method C.) to a tolerance of
3/4 inches in 10 feet.

3.07  GRAVEL

Furnish and install gravel subbase under pavements and stone surfaces to the depths
shown on the drawings and where noted or required in other parts of this Specification.

Prepare subgrade by removing all soft or spongy material and backfilling with specified
material. Compact subgrade uniformly to 95% of Modified AASHTO laboratory density
(ASTM D-1557, Method C).

Place gravel in maximum 12 inch layers and compact uniformly to 95% of Modified
AASHTO laboratory density (ASTM D-1557, Method C).

END OF SECTION
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SECTION 02510 PAVING, WALKS AND CURBS

PART 1 - GENERAL

101 RELATED DOCUMENTS

The Drawings and general provisions of the Contract, including General Conditions,
apply to this Section.

1.02 DESCRIPTION OF THE WORK

Paving, walks and curbs shall include, but is not necessarily limited to, the following:
2-course bituminous concrete pavements.

Painted parking lines, stop bars and symbols.

Concrete pavement, walks, slabs, pads, ramps and stoops.

Concrete curb.

Bituminous concrete lip curb.

1.03 SPECIAL REQUIREMENTS

Meet and match existing bituminous concrete pavement on existing streets at the same
finish grade.

1.04 SUBMITTALS

Bituminous Concrete Paving: Material certificates signed by material producer and
Contractor, certifying that material complies with specified requirements.

Paint: Manufacturer's printed specifications and instructions and recommendations for
application.

Concrete: Manufacturer's product date, test reports, and materials certifications for
Cast-In-Place Concrete.

Compaction test results.

Concrete Curb: Suppliers product test reports, and required material certifications for
concrete curb.

Pavers: Match existing on campus.
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PART 2 - PRODUCTS

2,01 GENERAL

Bituminous Concrete Course: M.04.01, Class 1 & 2 of Form 816.

Line and Symbol Paint;: Shall conform to Section 12.09.02 of DOT Form 816.

Concrete: 4,000 psi (28-day compressive strength). If not indicated use Class "C"
concrete for surface work and Class "A" concrete for underground.

Welded Steel Wire Mesh: ASTM Specification A-185, "Specification for Welded Steel
Wire Fabric for Concrete Reinforcement.” Furnish in flat sheets, not rolls.

Premolded Joint Filler: Non-extruding and resilient bituminous type; ASTM D-1751.

Concrete Curb: Shall conform to Section 8.11.02 of DOT Form 816.

Bituminous Concrete Lip Curb: Shall conform to Section 8.15.02 of Form 816

Granite Curb: Shall conform to Article M.12.08 and be of the size shown on the
drawings. Mortar for this work shall conform, as regards materials, proportions and
mixing, to the mortar specified in Article M.11.04 or the Standard Specifications.

PART 3 - EXECUTION

3.01 GENERAL

Bituminous Concrete Pavement

Install bituminous concrete pavement where and to thickness and courses as shown, on
an approved processed aggregate base course provided under in Section 02210.

Conform to Section 4.06 of Form 816. Where tests are required by Engineer, provide by
an approved independent testing laboratory paid for by the Owner.

Compact to thickness indicated.

Sawcut and install bituminous concrete pavement over processed gravel base in repair
areas as shown on the plans.

Line and Symbol Paint

Comply with manufacturer's instructions and recommendations for application.
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Apply on a clean finish pavement minimum 3 weeks after completion of work. Use zone
marking equipment; lines shall be carefully laid out. Edges even the true. Stripes shall be
4 inches wide for parking lines and conforming to State of Connecticut, Department of
Transportation for stop bars. Conform to State code and local regulations in handicapped
parking areas.

Concrete Pavement. Walks, Pads, Slabs, Ramps and Stoops

Install where shown on an approved processed aggregate base course provided in Section
02210.

Conform to applicable provisions of Article 9.21.03 of Form 816
Compact base. Moist but no standing water. Do not place concrete on frozen base.

Do not place concrete when below freezing. When 40 degrees F within 24 hours after
placing concrete, bring mix to minimum of 50 degrees F.

Clean forms. True to Line. Firmly staked in place. Strong enough to resist pressure of
concrete without springing. Tight enough to prevent mortar leakage. Tops at exact
finished grade. Steel or wood forms are acceptable.

Spade concrete thoroughly along forms and expansion joints. Vibrate, tamp, and screed
to a dense mass. Lay with expansion joints coinciding with the pattern indicated on the
drawings. Pour in alternate sections (400 square feet maximum) with expansion joints
between pours.

Provide 3/8 inches wide expansion joints. Form with premolded joint filler. Cut back
filler 1/4 inch below finish of pavement. Provide additional expansion joints around
utility structures in concrete pavements and where concrete abuts other structures.

Score joints using scoring tool minimum 12 inches long. Cut between expansion joints to
complete the pattern shown on the mans. Cut while concrete is workable.

Stiff broom finish walks, using new street broom. Bristle marks shall be perpendicular to
direction of traffic unless otherwise noted. Finish after concrete is placed, screened, and
steel troweled to a smooth even surface. Bring sufficient mortar to the surface for the
finish

1/4 inches +/- in 10 feet in any direction tolerance.
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Curing

Keep surfaces covered with burlap, polyethylene, or material approved by the Engineer.
Keep wet for a minimum of 72 hours, then completely remove covering.

If below 40 degrees F, maintain concrete at 50 degrees F for not less than 5 days after
pouring.

Remove forms while concrete is "green". Protect from damage from construction
operations. Replace and repair damaged work as directed by the Architect. No use for a
minimum of 3 days after construction. Clean thoroughly all surfaces and keep clean until
the completion of this Contract.

Handicap ramps to be installed as shown on the drawings and in conformance with
Section 9.24.

Concrete Curb
Construct to the lines and grades and where shown on the plans and in accordance with
Section 8.11.03 of DOT Form 816, except curb shall be poured monolithically with the

sidewalk.

Bituminous Concrete Lip Curb

Construct to the lines and grades and where shown on the plans, in accordance with
Section 8.15.03 of DOT Form 816.

END OF SECTION
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SECTION 02720 STORM WATER DRAINAGE

PART 1 - GENERAL

1.01 RELATED DOCUMENTS

A. The Drawings and general provisions of the Contract, including General
Conditions, apply to this Section.

1.02 DESCRIPTION OF THE WORK

A. Storm water drainage shall include, but is not necessarily limited to the
following:

1. Furnish and install new storm drainage systems.
2. Clean the systems at the conclusion of the work of this Contract.

PART 2 - PRODUCTS

201 GENERAL

A. Portland Cement Concrete

3000 PSI (28 day compressive strength) M.03.01 of Form 816
B. Pre-Cast Units M.08.02-4 of Form 816
C. Cement Concrete Blocks M.08.02-3 of Form 816
D. Cement Concrete Bricks M.08.02-2 of Form 816
F. Cement Mortar M.11.04 of Form 816
G. Metal for Drainage Structures M.08.02-5 of Form 816
H. High Density Polyethylene Pipe M.08.01.25 - (Type S)
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PART 3 - EXECUTION

3.01 GENERAL

A. Catch Basins & Drywells:

1. Conform to Section 5.07.03 of Form 816.
2. Wet and mortar joints in pre-cast units; wet block before laying.

3. Fill joints thoroughly with mortar; joints not to exceed 1/4 inch on inside
face; point all inside joints.

4. Set castings in full mortar bed true to lines and grades necessary. Set at
temporary grades to provide drainage during construction.

B. Storm Drainage Lines:

1. Shape bedding to conform to the lower 10% of the pipe; excavate recesses
for bells. Pipes shall have a firm bearing throughout each length; place bell
ends uuphill.

2. Joints

A. Flexible, watertight, rubber-type gaskets. Conform to manufacturer’s
instructions and recommendations.

B. Maintain watertight stopper in pipe when pipe-laying is not in progress.
C. Joints for metal pipe as furnished by pipe manufacturer.

C. Backflow preventor to be installed in strict accordance with the manufacturer’s
written instructions.

3.02  CLEAN UP

A. Remove accumulated debris and silt from all new drainage structures and pipes,
after completion of work.

B. Notify the Owner in writing when this work is done.
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SECTION 02770 SEDIMENTATION AND EROSION CONTROL

1.0 DESCRIPTION OF THE WORK

The work and materials required by this Section consists of the furnishing of all
plant, labor, equipment and materials and in performing all operations in connection with
providing and maintaining in an acceptable condition, the various erosion and sediment
control devices specified below in accordance with these Specifications and as directed
by the Owner.

The Contractor shall furnish all equipment, labor, materials and related work
necessary for the proper execution of the intent of this Section. The Contractor shall
operate and maintain and provide means and devices necessary to minimize, to the
greatest extent possible, erosion within the work area of this Contract and to prevent the
entrance of any silt laden runoff from the work areas into any standing or moving bodies
of water on or adjacent to the Work.

2.0 MATERIALS

Filter fabric fence shall conform to the requirements of the Form 816, Section
7.55.02.

Hay bales shall conform to the requirements of Form 816, Article 2.18.02.

3.0 CONSTRUCTION METHODS

All sediment and erosion control devices shall be properly installed, in a manner
acceptable to the Owner, as necessary to minimize erosion within the work area of this
contract and to prevent the entrance of any silt laden runoff from the work areas into any
standing or moving bodies of water on or adjacent to the work, or as directed by the
Owner.

02770-1 SED. & EROSION CONTROL



FAIR OAKS COMMUNITY CENTER SITE IMPROVEMENTS

SECTION 02800 SITE IMPROVEMENTS

PART 1 - GENERAL

1.01 RELATED DOCUMENTS

The Drawings and general provisions of the Contract, including General Conditions,
apply to this Section.

1.02 DESCRIPTION OF THE WORK

Site improvements shall include, but is not necessarily limited to the following:
Handicapped parking signs.
Miscellaneous cast-in-place concrete.

1.03 RELATED WORK SPECIFIED ELSEWHERE

Section 02000: Site General Conditions

Section 02210: Site Earthwork

1.04 EXISTING CONDITIONS

Beginning work means acceptance of existing conditions.

1.05 SUBMITTALS

Traffic and Handicapped Signs: Shop drawings and sign samples for review. Material
certifications for metals.

PART 2 - PRODUCTS

2.01 GENERAL

Cast-In-Place Concrete: 3,000 psi (Min. 28-day compressive strength) Item M.03.01 of
Form 816 and Section 02510.

Steel Pipe: M.10.05.02 of Form 816.

Traffic & Handicapped Parking Signs: Aluminum, blue and white painted finish. Include
international handicapped symbol and statement "Handicapped Parking, State Permit
Required," 10 inches X, 14 inches. Comply with all State and local regulations.
Manufactured by Sign Stop, 1260 Main Street, East Hartford, CT 06108 or equal
approved by the Engineer.
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PART 3 - EXECUTION

Signs:

Install signs as indicated on the plans.

END OF SECTION
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SECTION 02900 - LAWNS

PART 1 - GENERAL

RELATED DOCUMENTS

The Drawings and general provisions of the Contract, include General Conditions, apply
to this Section.

DESCRIPTION OF WORK

The purpose of providing this work is for the stabilization of all disturbed areas for lawns
and erosion control. Seeding shall include, but is not necessarily limited to, the following:

Prepare and seed the topsoiled areas and establish a stand of grass to stabilize all
disturbed areas, acceptable to the Engineer.

Prepare and install sod in areas called for on the drawings.
Maintain areas until acceptance.

SPECIAL REQUIREMENT

During seeding operations, protect adjacent areas and restore any areas disturbed at the
Engineer direction.

DELIVERY, STORAGE, AND HANDLING

Deliver seed in original containers showing guaranteed analysis of seed mixture,
percentage of pure seed, year of production, net weight, date of packaging, and location
of packaging. Damaged packages are not acceptable.

PART 2 - PRODUCTS

GENERAL
Seed:
As specified on drawings.

Germination and purity minimum shall meet current standards of the Association of
Official Seed Analysis.
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Water: Potable
Mulch: M.13 of Form 816.

Erosion Preventative: M.13.06 of Form 816.

PART 3 - EXECUTION

GENERAL

Rates of Product Application

Topsoil: Test by a commercial or government agency approved by the Engineer.
Quantities of lime, fertilizer, and other amendments shall be as recommended. Each
source of borrow topsoil shall have a separate test.

Material: As specified on drawings.

Grass Construction

Preparation

Loosen topsoil to a depth of 4 inches by scarifying or other disking methods. Obtain a
loose friable soil.

Remove any weeds and debris and stones having any dimension greater than 1 inch.
Surface shall be approved by Engineer before seeding.

Hydraulic Seeding

Mix materials with water. Keep in an agitated state so that the materials are uniformly
suspended in the water.

Spraying equipment shall be so designed that when the solutions are sprayed over an
area, the resulting deposits of lime, fertilizer, grass seed, and mulch shall be equal, in
quantity to those specified.

Before commencing work, submit to the Engineer a certified statement of the quantities
of materials per 100 gallons of water, and the area that this quantity can cover.
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Mechanical Seeding

Apply lime and fertilizer evenly at rates determined by topsoil test results and thoroughly
incorporate into the upper 4 inches of topsoil.

Rake finish surface smooth.

Sow seed applying half the quantity in one direction and the remaining quantity at right
angles to it. Do not sow seed on a windy day, or when the ground is frozen, wet, or
otherwise non-tillable. See D) for rates of application.

Cover seed with a thin layer of topsoil by raking or dragging.

Roll with a hand roller not heavier than 300 Ibs.

Maintain a moist seed bed at all times. Water seed bed so that the topsoil is wet to a depth
of 2 inches. Apply one complete coverage to the seeded area in an 8 hour period.

Protect the seed bed with barricades, where necessary. to keen all traffic off the area.

After the grass has appeared, reseed all areas which have failed to show a uniform stand
of grass.

Clean-Up

Dispose of off-site, excess materials and debris resulting from seeding work.
Leave work area clean and neat upon completion of the work.

Maintenance

Period Required: Immediately after seeding and continue until acceptance as defined in
E.

Perform all reseeding, watering, mowing, weeding and rolling, insect or disease control,
refertilizing, and repair of washouts which are necessary.

Water minimum 3 times per week so that the depth of moisture is minimum 4 inches.

When average height of grass becomes 3 1/2 inches, mow to the height of 2 1/2 inches.
Remove heavy clippings, minimum 2 mowings.
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Inspection and Acceptance

Submit written notice requesting inspection by the Engineer at least 10 days prior to the
anticipated date.

No grass area will be inspected for acceptance: prior to the completion of this Contract;
minimum 30 days from date of seeding prior to the completion of 2 mowings.

An acceptable seeded grass area shall consist of an uniform stand of at least 60%
established permanent grass species, with a uniform count of at least 100 plants per
square foot.

Engineer will be the judge of acceptance.

Unacceptable seeded areas shall be reconstructed under the direction of the Engineer.

END OF SECTION
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SECTION 02910 — PLANTINGS (BY OTHERYS)

PART 1 - GENERAL

RELATED DOCUMENTS:

American Sod Producers Association, Inc. (ASPA): Guideline Specifications for
Sodding

American National Standards Institute (ANSI): ANSI Z60. 1 Nursery Stock

Department of Agriculture (DOA) Soil Conservation Servic Soil Survey
Investigation Report No. 1: Soil SurveylLaboratory Methods and Procedures for
Collecting Soil

Samples

DELIVERY, STORAGE, AND HANDLING:

PLANT DELIVERY: When delivered, plants shall have labels stating plant names and
sizes; labels shall be legible for at least 60 days. Groups of plants may be labeled by
tagging one plant. Protect plants from damage.

PLANT STORAGE: Store and protect plants not planted on the day of arrival as
follows:

Shade and protect plants from wind and direct sunlight.
Heel-in bare root plants.

Protect balled and burlapped (B&B) plants from freezing and drying out. Provide
covering that allows air circulation.

Keep plants moist until planted.

PLANT HANDLING: Do not drop materials from vehicles.

SEED AND SOD: Deliver seed in original sealed packages with labels stating analysis
of mixture and year of production. Store seed in dry locations away from contaminants.
Protect sod from drying out.

Store soil conditioners, pH adjusters, fertilizers, and mulch in dry locations away from
contaminants. Protect landscape fabric against exposure to direct sunlight.
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PART 2 - PRODUCTS

PLANTINGS:

PLANTS: ANSI Z60. 1. Minimum plant sizes before pruning and with branches in
normal position shall be as stated on the drawings, based on the average width or height
of the plant specified in ANSI Z60. 1. Plants of the same specified size shall be uniform
in size and character of growth. Plants shall be well-branched, well-formed, sound,
vigorous, healthy, and free of disease, sunscald, windburn, abrasion, harmful insects or
insect eggs, and have healthy, unbroken root systems. Deciduous trees and shrubs shall
be symmetrically developed and of uniform growth, with straight boles or stems and no
disfigurements. Evergreen trees and shrubs shall have well-developed symmetrical tops
with typical spread of branches for each species or variety. Container grown plants shall
have sufficient root growth to hold soil intact when removed from containers. Root
bound plants are not acceptable.

PLANTING SOIL: Use the excavated material.

FERTILIZER: Asrecommended in writing, by the plant supplier.
MEMBRANE: Landscape fabric.

GRANULAR FILL: Uniformly graded clean sand, stone, gravel, or stone screenings.

MULCH: Material shown on the drawings, free of noxious weeds, mold, and other
deleterious materials.

TRUCK WRAPPING MATERIAL: Double-thickness crinkled paper cemented together
with bituminous material, at least 4 inches wide, with stretch factor of 33-1/3 percent.

STAKES: Rough sawn hardwood free of knots, rot, cross grain, bark, long slivers, or
other defects that impair strength.

FLAGS: White plastic tape, 6 inches long.

EROSION CONTROL MATERIAL.: Heavy, twisted jute mesh, plastic net,
biodegradable paper fabric with twisted yarns, or standard weave burlap.

SEED: State-certified, latest season's crop. Seed mixture shall consist of 40 percent
Kentucky Bluegrass, 40 percent Creeping Red Fescue, and 20 percent Perennial Rye
Grass.
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SOD: Commercial Grade, composed of Kentucky Bluegrass, and containing not more
than 10 percent other grass species nor more than 10 weeds per 50 square yards. Sod
density shall be such that no surface soil is visible when mowed to a height of 1-1/2
inches. Maximum mowing height shall be 2-1/2 inches. Soil portion shall be
1/4-to-1-inch thick. Sod shall be strong enough to support its own weight when lifted by
the ends. Broken pads, irregularly shaped pieces, or pads with torn or uneven ends are
not acceptable.

FERTILIZER: Type and formula recommended in writing by the local USDA Soil
Conservation Service agent. If you hydroseed, provide controlled release fertilizer
composed of prills coated with plastic resin to provide a continuous release of fertilizer
for at least 6 months.

MULCH: Air-dry hay or straw free of noxious weeds, mold, and foreign matter
detrimental to plants. If you hydroseed, provide specially prepared color-dyed wood
cellulose fiber that contains no growth or germination-inhibiting factors.

EROSION CONTROL MATERIAL: Heavy, twisted jute mesh, plastic net,
biodegradable paper fabric with twisted yarns, or standard weave burlap.

TOPSOIL: Topsoil is specified in Section 02220 "Earthwork for Structures and
Pavements." Test the topsoil according to USDA Soil Survey Investigation Report No. 1.
Topsoil shall meet the requirements specified below. Amend topsoil by adding soil
conditioners and pH adjusters if necessary to bring it within the specified limits.

Test For Acceptable Limits

Sand Content 20-35 percent by weight
Silt Content 25-50 percent by weight
Clay Content 10-30 percent by weight
Organic Matter 5-20 percent

pH 5-7.6

Soluble Salts 600 ppm maximum

PART 3 - EXECUTION

SEASONS AND CONDITIONS: According to the written instructions of the local
USDA Soil Conservation Service agent. Do not plant when the ground is frozen or
covered with snow.

PLANTINGS:
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PREPARATION:

LAYOQUT: Stake out plant and bed locations and outlines before digging pits or beds.
The Contracting Officer's Representative may adjust locations to meet field conditions

EXCAVATION: Protect existing adjacent turf before excavating. When planting beds
occur in existing turf areas, remove turf to the depth that removes the entire root system.
Measure depth of pits from finished grade. Depth of pit shall provide same relation
between top of ball and finished grade as existed when plant was grown.

WATERING BASINS: Form with topsoil around each plant, 6 inches deep for trees and
4 inches deep for shrubs.

PLANTING: Set plants at the depth they were grown, on a 6-inch hand-compacted layer
of soil.

B&B STOCK: Backfill to one-half the depth of the ball, then tamp and water. Carefully
remove or fold back excess burlap and tying materials. Backfill and water.

BARE-ROOT STOCK: Plant so roots are in a natural position. Remove damaged roots
with clean cuts. Apply tree wound dressing to cuts larger than 1/2-inch in diameter.
Work soil among roots. Tamp, backfill, and water.

CONTAINER GROWN STOCK: Remove from container without damaging plant. Cut
root ball vertically in 2 or 3 places with sharp knife before planting. Backfill, firm the soil
around the plant, and water.

GROUND COVERS AND VINES: Do not remove from flats or containers until
immediately before planting. Plant at depth to cover all roots. Immediately sprinkle with
water until entire area is soaked. Backfill, firm the soil around the plant, and water.

FERTILIZING: Fertilize as recommended by the plant supplier. If fertilizer adheres to
plants, remove it by flushing.

FINISHING:

EDGING: Install edging to provide a clear cut line between planted area and adjacent
turf.

MULCHING: Keep mulch off buildings, sidewalks, light standards, and other structures.
Lay membrane with edges lapped 6-12 inches. Spread mulch to a uniform thickness.

EROSION CONTROL MATERIAL: Install according to the manufacturer's printed
instructions.
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WRAPPING: Tie trunk wrapping to trunks of deciduous trees within the next full
working day after planting. Begin wrapping at base and extend to first branches.
Overlay the wrapping half the width of underlying wrap and securely tie at top, bottom
and 18 inch maximum intervals.

STAKING AND GUYING: Hold plants firmly between stakes with guy wire. Use hose
chafing guards where wire contacts plant. Drive support stakes outside of plant balls.
Do not injure ball or roots. Drive ground stakes into firm ground with top of stake flush
with ground. Securely fasten flags on each guy wire and cable.

PRUNING: Remove dead and broken branches. Make cuts with sharp instruments, flush
with trunk or adjacent branch to eliminate stubs. Apply tree wound dressing to cuts
1/2-inch in diameter and larger immediately after pruning.

MAINTENANCE: Begin maintenance immediately after each plant is planted and
perform until final acceptance of the project. Water, prune, weed, mulch, re-guy,
re-wrap, and perform other operations necessary to promote plant growth. Remove and
replace plants not in healthy growing condition.

TURE:

TILLAGE: After the areas have been brought to subgrade, till to a minimum depth of 6
inches and incorporate fertilizer, soil conditioners, and pH adjusters into the soil. Apply
fertilizer at the rate recommended in writing by the local USDA Soil Conservation
Service agent. Remove debris and stones larger than one inch that remain on the surface
after tillage. Before seeding and sodding, restore the soil to grade and correct
irregularities to eliminate depressions.

SEEDING: Seed the areas shown on the drawings and all areas disturbed by
construction.

Sow seed at the rate of 50 LBS/ACRE. Sow one-half the seed in one direction and the
remainder at right angles to the first sowing. Cover seed to an average depth of 1/2-inch
using a spike-tooth harrow, cultipacker, or other device. Apply muich after seeding.
Secure mulch by crimping with a serrated disc, using twine or netting, or other method.

If you hydroseed, mix the seed, fertilizer, and mulch in water to produce a homogeneous
slurry and then uniformly apply it under pressure.

Immediately after seeding, firm the entire area except for slopes in excess of 3:1 with a
weighted roller. If you use a cultipacker-type seeder or hydroseed, rolling is optional.

Erosion Control Material: Install on slopes if grade is 3:1 or greater.

SODDING: Place sod within 36 hours after harvesting. Thoroughly moisten areas
immediately before laying sod. Lay sod according to the ASPA Guideline Specifications
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for Sodding. Additionally, lay the long dimension at right angles to slopes. On slopes,
start sodding at the bottom of the slope. For slopes 2:1 and greater, lay sod with long
edge parallel to slope. For V-ditches and flat bottomed ditches, lay sod with long edge
parallel to flow of water. On slopes, anchor each piece of sod with wood pegs or wire
staples spaced 2 feet on center maximum. After laying, blend the edges of the sodded
area into the surrounding area. Water the sod as it is laid or water after the completion of
sodding for the day, as required to prevent the sod from drying out. Apply water to
thoroughly wet the soil to a minimum depth of 4 inches. Prevent run-off. Repair areas
damaged by watering operations.

PROTECTION: Protect seeded and sodded areas from traffic and other use by erecting
barricades and placing signs.

MAINTENANCE: Maintain seeded and sodded areas from time of planting until final
acceptance of the project. Mow and remove clippings, eradicate weeds, water, fertilize,
overseed, and perform other operations necessary to promote the growth of the turf.
Mow to an average height of 2 inches when the average height becomes 4 inches.

FINAL ACCEPTANCE: Will be based on 95 percent ground cover of the species
established. Replant areas that do not have a minimum of 95 percent ground cover.

RESTORATION AND CLEAN-UP: Restore existing areas that have been damaged.
Keep at least one paved pedestrian access route and one paved vehicular access route to
each building clean at all times. Clean paved areas of dirt and debris.

END OF SECTION
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PROVISIONS OF SPECIAL CONDITIONS OF THE s 506 — s, / ‘ 35092 [
SPECIFICATIONS IN PREPARATION OF HIS BID. PRIOR INSTALL 351 3383 , > ® BIT. CONC // ore /b
TO THE START OF ANY CONSTRUCTION ACTIVITY, THE DRYWELL / 4-— CURB / 18 Ne 3348
CONTRACTOR SHALL BE REQUIRED TO IDENTIFY ALL o D 336.94 // A /
LOCATIONS WITHIN THE TOWN TO BE USED FOR STOP™ SIGN @ s 9381 4 /
DISPOSAL OF UNSUITABLE CONSTRUCTION MATERIALS. & STOP BAR HANDICAP By Y INSTALL "STOP 5709 // @ /
: — SIGN & CROSSWALK Catch Basin
7.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CROSSWALK = SIGN Corerste /= 97 [=— + @ STOP BAR // . b | | T e
CONSTRUCTION SURVEY AND STAKEOUT AS THEY NEED. ~%- \ 18 /STONE i
SURVEY BASE INFORMATION AND ROADWAY LAYOUT I I I I I I I 6 3374 / . CURTAIN DRAN 1SS o, . Q)
WILL BE PROVIDED TO THE CONTRACTOR PRIOR TO 133643 iy (SEE DETAIL) S
THE START OF CONSTRUCTION. CONC.  WALKWAY o
o o W,/MONOLITHIC i B / | o
8.  ALL PROPOSED WORK MAY BE VARIED IN THE FIELD sgf23 RAM 4 1’:\ 20| @ | 7 B o CURB D) b i
BY THE OWNER TO WATCH FIELD CONDITIONS. 338.1 C > /é - =
./ BIT. CONC. / / ® | (]
& 336.4 1T
i3 CURB BIT. CONC. / I
5 / 5 CURB 2 33489 / 3
5' WIDE CONC. WALKWAY 5 AT D&,‘iﬁg%i%" S%L,i(R;E o - b 0
MONOLITHIC CONC. CURB g / o INSTALL "DO NOT ENTER”™ z / 334.56 o
b BIT. CONC. SIGN yZ +§35.53 a
/  PAVING 153577 33584 9
338.84 33§.19 ”gj / o
X / 435@ 335.8 Water 35.
Heltco WP e Meter h
4 1183 2572 A 6’ WIDE-BIT. CONC.
EXIST. UTILITY POLE oy / PO~ PAVED WALK
W/METER / < ss bo’ 335.13
' +347.15 s 18" STONE, CURTAIN DRAIN  335.14 3348
338.93 24 B (SEE DETA{L) +335.58 334.44 .
/ 336.3 335.12 335.03 %gt[I:ETele:C';;II-AZS
A s N\ LOAM & ﬁEED ALL e /S
338.15 : DISTURBED AREAS
| REMOVE EXIST RAMP / 7 5 18" STONE CURTAIN DRAIN c/ = W g
: 457 338.25 337.50-"" (SEE DETAIL) BIT. CONC. 15517 '
GRADE W/EX. JT / 5 / S37.14 CURB / o To1 488 5404
338.7 338.09 187 Tree  337.78 338.5 =N e 33566
337.9 2N __— — 35 - o
#38!‘ o Planter 337.4 \\‘)7\4 Sewer Manhole § 89 — & —335.17
338.29 y ®:38.7 bed BIT. CONC. car Z— ;E:E?\?ev:337.14 §/ -
/338‘47 438 CURB 706 _/ 335. = Sewer Manhole
339.47 Guy /g 42 334.9 TF Elev=335.82
\48/ 5’ 338.11 337.51 337.58 SF/SF — FL=77
+339.93 339.1 / 337.98 37.61 SF/SF ‘ D ROAD —
6' WIDE CONC. RAMP 3391 338 337,59 cHEsTERF\EL -
+338.77 3390 _/ — ——— — Y =
CL&QP_\& 33800 12 +337.61 33;%?0-3_ 333,7;,4 3977 EAE;NNCAIJIIMQRF%LE \\&335’82 CLA Englneers’ Incl
6707 — 337.79 .
— . Concrete . ELEV.=338.50 (NAVDSS) CROSSWALK CI1VIL « STRUCTURAL » SURVEYING
+338.25 — +337. STRIPING .
1337.89 — 317 Main Street Norwich, CT 06360
— o T DATE SEVISION (860) 886—1966 Fax (860) 886—9165
CROSSWALK Project No.
+337.89 STRIPING '—_ TOWN OF MONTVILLE CLA-5502
— Proj. Engineer
— SAWCUT T.L.C.
FAIR OAKS FACILITY
16'+ ’ 20’ 0 20’ 40’ 5/3/16
BIT. CONC. e ™ s ™ e =
PAVED WALK SCALE. 1"—20’ SITE IMPROVEMENTS T
CLA % LAYOUT PLAN 1




TEMPORARY VEGETATIVE COVER L Lo OF

BACKF%)'ZcﬁCVA?ggPQEI PLACE FILL UP—SLOPE OF TRENCH 337.31 536,03
A TEMPORARY SEEDING OF RYE GRASS WILL BE COMPLETED WITHIN 15 DAYS OF THE FORMATION ALONG HAY BALE EXISTING GRADE —
OF STOCKPILES. IF THE SOIL IN THE STOCKPILES HAS BEEN COMPACTED BY CONSTRUCTION

OPERATIONS IT SHALL BE LOOSENED TO A DEPTH OF 2 INCHES BEFORE THE FERTILIZER, LIME AND
SEED IS APPLIED. 10—10—-10 FERTILIZER AT A RATE OF 7.5 POUNDS PER 1000 S.F. LIMESTONE

3351835 08

335.06

A PLACE HAYBALE AND STAKE
AT A RATE OF 90 LBS. PER 1000 S.F. SHALL BE USED. RYE GRASS APPLIED AT A RATE OF 1 WEDGE LOOSE HAY FIRST STAKE AT ANGLE TOWARDS Walkway
LB. PER 1000 S.F. SHALL PROVIDE THE TEMPORARY VEGETATIVE COVER. STRAW FREE FROM WEEDS BETWEEN BALES SECTION PREVIOUS LAID BALE. o
AND COARSE MATTER SHALL BE USED AT A RATE OF 70-90 LBS. PER 1000 S.F. AS A . o STAKES ARE 18" MIN. INTO GROUND X
TEMPORARY MULCH. APPLY MULCH AND DRIVE TRACKED EQUIPMENT UP AND DOWN SLOPE OVER (2)-2"x2'x3 STAKES EMBED HAYBALE 4" N 333.41 EXISTING ROOF LEA
ENTIRE SURFACE SO CLEAT MARKS ARE PARALLEL TO THE CONTOURS. MIN. INTO SOIL 0
\ 3074 +335.8¥
PERMANENT VEGETATIVE COVER L\ __ - i
TOPSOIL WILL BE REPLACED ONCE THE EXCAVATIONS HAVE BEEN COMPLETED AND THE SLOPES ARE A A Y M ™ ‘
GRADED AS SHOWN ON THE PLANS. PROVIDE SLOPE PROTECTION AS CALLED FOR ON THE PLANS ELEVATION ]
AND DETAILS. TOPSOIL SHALL BE SPREAD AT A MINIMUM COMPACTED DEPTH OF 4 INCHES. ONCE OFFSET SECTION
THE TOPSOIL HAS BEEN SPREAD, ALL STONES TWO INCHES OR LARGER IN ANY DIMENSION WILL BE H
REMOVED AS WELL AS DEBRIS, APPLY AGRICULTURAL GROUND LIMESTONE AT THE RATE OF TWO HAY BALE BARRIER DETAIL Paved -336.69 crass | S " (kS REQUIRED)
TONS PER ACRE OR 100 LBS. PER 1000 S.F. APPLY 10—10-10 FERTILIZER OR EQUIVALENT AT A NOT TO SCALE 1/2" 0 GALVANIZED ———
RATE OF 300 LBS. PER ACRE OR 7.5 LBS. PER S.F.. WORK LIMESTONE INTO THE SOIL TO A / FASTENING LUGS
DEPTH OF 4 INCHES. INSPECT SEEDBED BEFORE SEEDING. IF TRAFFIC HAS COMPACTED THE 364 s3490
SOIL, RETILL COMPACTED AREAS. APPLY THE FOLLOWING GRASS SEED MIX: +336.40 +336.40 Iy
k EXIST BUILDING
SEED MIXTURE LBS. /ACRE LBS./1000 S.F. 20/Tee |
KENTUCKY BLUEGRASS 20 0.45 / 2
CREEPING RED FESCUE 20 0.45 MATCH EXIST. REFINISHED GRADE NEW CAST IRON
PERENNIAL RYEGRASS 5 0.10 PAVEMENT | IIN PNEENAH® SERIES.
45 1.00 33775 Paved 33650 330901 R-49224-28 OR EQUAL
Walkway
4;“9/ (
337.24 +336.47 36 b sz\lllfv(sjlay ‘ NEW PVC DRAIN
I ’ 334.36
INSTALL BOOT AT
337.85 _" +3 G%ﬁ&p 134,43 DOWNSPOUT
_ Wl — ) ) (TYP OF 5)
/— 2"x2"x48" WOOD STAKE ] j;ij:
_ | |
n ! x{_msg DOWNSPOUT BOOT DETAIL
s . - NOT TO SCALE
GEOTEXTILE FABRIC: FABRIC | —338.14
] SHALL BE CERTIFIED TO - ,
CONFORM WITH FIGURE GSF-1 g ( % \ |
/ gEOIIIH[EE I%f‘J,!c(')svl-:(ilu l\[l)l%ll-:N I;:-‘I-ZS'N(:I-: \_.' 13380 / %/ ,
| INDUSTRIAL NETTING, O SNOW FAIR OAKS N Conerete\ L 77 Blevadas 14 ,_/l / +334l-§—5-5-""15
J/ 337.88 Pad 336.5 :
| e TRENGH W/ COMMUNITY CENTER i \ 71
COMPACTED BACKFILL 8” PVC 790 Q, f ,
, ROOF DRAIN L el ol | \ /
30" MAX 33836 37.86 v { 35.94 ’
Fence HEIGHT —| ] oW DRYWELL FF=338.37 % Y & \ |
- 338.29 /— 338.14 TF=337.5 ) $38.0, e 43375 334.88
{ ] 8” PVC INV.=334.5 / // /
\ ROOF DRAIN 4
///<\7)< F=338.37"/ 53534, / 4.49
'~ Z <
N y 337,
12" MIN.—] N ~3M i /}/ 33%0 //
NATIVE SOIL B s 334.48
| G P I 338.21/ é,
1 R Bt <
I A @ 85 '33.7.83—/ \—334.65
SILT FENCE SECTION 00 ol S /5311 tuminous
NOT TO SCALE g"pPvC__ | __ e - //
ROOF DRAIN . =¥ // ;
[338.30 38.0 / FFL336.57 338, SNF o / 37.01 [3343 334.43
338.32 38.06 ~ - & / Gra [
DRYWELL 35 1 338.3 e ~ @ / I
) 33418
TF=337.5 — 338.0 ) / + 36.94 // 1 INSTALL SILT FENCE
INV.=334.5 33h14 o / % /
. . ® 338.17 1 / / @
_ / /
338.12 — \/ / 3}69 // Catch Basin
338.27 Concrete / L @ / / // b TF Elev=334.17
- i — £ 4 18” STONE iiNg
T L D A P 2
7 i // +336.46 W:I/k ay (S E DETAIL) O
P 0
/ . «\a\‘ / 6.291 336.2 / ”' I o
7 e / ?:\ @ i g / 2 ]
338.1 C B> / / f T II(I-)
¢, / /
:10 \ / 537.4 //gﬁ 334.891 / 3
o) : & ~ J/ 5 7] / 334.58 8
S \ - +§35.53
@ BIT. CONC. , - Y S a
A /T PAVING _ ) 3677 _ 335,84 9
338.84 33§19 o — / @/ ©
. / - & /435 335.8 v&/gt:: 35.
oty 7o A 7 P s
Guy . -56.\3( / / 336.20\y
) * / % / , / 335.13
+347.15 oss .d STONE{ CURTAIN DRAIN  335.14 334.8
338.93 23819 / (SEE DETA L) +335.58 334’4(2‘)‘atch Basin
/ ‘ 336.3 / / 335.12 335.03 ¢ | /" TF Hlev=334.28
6705 ;
338.15 335.01 0 O_>, 335.1
/ 3 7 8 18" STONE CURTAIN DRAIN ] 35 S
/ 570 338.25 3537.50-" I (?EE DETAIL) 33517 .
' ) p 2.91 : 334.94
338.7 ° 338.09 e 18”/Tree 337.78 \ 338.5 33714_%\ — @ \/ /g/g 335.9C M
. \
%38.4 - Planter 3374 ~—— \\‘M Sewer Manhole 59 — @GG—335,17
338.29 ) O\gs35.7 bed : Tu— - TF Elev=337.14 §/§ -
330,47 /338‘47 433 L2 2 706 g/ 335. = Sewer M:omho\e
: y / 42 334.9 TF Elev=335.82
\% o 338.11 337.51 337587 SF/SF — FL=??
+339.93 339.1 ) / 337.98 7.61 S ROAD _-_"
339.1 3387 337.59 s OHESTERF\ELD _—
+338.77 339.0 _ e — ——— BENCHMARK — (/ N =
cL;\& 338.02 17 +337.61 337338?0-3_ 3337:;37’.4 3377 MAG NCA"_ IN POLE - \%/\335.82 CLA Englneers’ Inc'
6707 — B
— M == el Concrete ELEV.=338.50 (NAVDSS) CIVIL « STRUCTURAL » SURVEYING
+338.25 — +337.55
+337.89 — 317 Main Street Norwich, CT 06360
— o T DatE CEVISION ' (860) 886—1966 Fax (860) 886—9165
+337.89 MATCH TO EXIST, CONDITIONS TOWN OF MONTVILLE CFA—55.02
— REMOVE PLANTER BED Proj. Engineer
— T.L.C.
‘e FAIR OAKS FACILITY
e — LOAM & SEED ALL DISTURBED AREAS SITE IMPROVEMENTS o/3/18
Sheet No
SCALE: 1"=20’ :
cL A DRAINAGE PLAN 2




5" CONC. — BROOM FINISH
[ I’

—= 6" | W 6
INSTALL HANDICAPPED B EXISTING GRADE
_/" PARKING SIGN (TYP.) s . . CULVERT %%JHM OR ROADWAY SECTION
1-1/2" CLEAR '8 For 4on. ———" DIAMETER 1 "wioth
00RO Gex oo oepemerte) 12" 3'-0" (MIN.) NONINPNDNINY | NN
8” PROCESSED GRAVEL BASE RERCIS PeRgs “| COMPACTED SUITABLE N 5
PAINTED S 0 000 09 15” 3-3" NATIVE MATERIAL N %
LINES, 3" 005 008 R R 08 O O0RETs S P a00R Y0t o R a3 » . AN
WIDE (TYP.) B e i Y iy e o0 18 3-6 < VARIES - Z
mmmmm| | |m| | |mmmm—lmmmm- 0 <. 24" 4'-0" NS 4
CROSS SECTION 0 8% ] PPe 7
w0 S Q
1 N Z
rg D=INSIDE \ 7
NEW SIDEWALK 6" PVC ROOF '6',0 glléMHElI;EER N >
LEADER OR S _\\g%(%%%doo e ’ 12"
SURCHARGE g s 2
- PIPE (SEE PLAN) @é COMPACTED SUTABLE > 7
SerBae %0 NATIVE MATERIAL — NOT—~_ X e <
= B3 FREE DRAINING MATERIAL\< / 2
elogerecieie tiofed X NG {_—~ PRESHAPE BEDDING TO
A N 7 FIT PIPE CONTOUR
PAINTED UNIVERSAL ‘5%5%%83@%%%0%(5 - '\
, HANDICAP SYMBOL %0%800(900000000%8%00 ([} 2” MIN. CLEAN / ,' = i leld £
RO 1 GRS T E= ST TETETET= WASHED STONE B ] st [ ol ool
____END REINFORCING /=~ Bx6—W1.4xW1.4 PLAN VIEW e eettiieic 4
- g | - — 2" FROM EXP. JOINT (TYP.) WELDED WIRE FABRIC AR IR NIRRT
D+2 FT.
TYPICAL HANDICAP VAN PARKING SPACE TYP. DRAINAGE TRENCH DETAIL
NOT TO SCALE 5 NEW CONCRETE 20"x30"” OPENING TYPE "C—L" CATCH BASIN TOP
| | ggﬁgégé CLASS "F” IN- CONC. TOP DOT TYPE 507—K GALVANIZED
A - A - A
' ' BITUMINOUS PARKING SET TOP TO GRADE ON MIN.
AREA (SEE DETAIL) OF 1 COURSE OF 3" CONC.
KNOCKOUTS FOR MASONRY UNITS & MORTAR . 18" -—
6” PVC ROOF
LEADER CONNECTION R s, CONCRETE | DEPRESS TOP OF
= = OR SURCHARGE PIPES [ TRENCH 4
INSTALL HANDICAPPED TOOLED JOINT w TOOLED JOINT % 25l e MATCH EXISTING
_/_ PARKING SIGN (TYP.) 1 DEEP)—\ /— (1" DEEP) \ B P f GRADE (TYP.)
|| PRRR o0 0 00 © ©06 0 0sop|RTe T —
| \\Eo‘%%)g&\oooo 00Q0 000 0 0008 c%%%:?% r— R 33
—r too0 0 00 000 0 0oo| O[] °© 0, ©
PAINTED 6" PVC ROOF / 000 0 0G© 000 0 000l Oﬁ 20
LINES, 3” . . 1= 000 0 0Q© 000 0 000\ (HE= 3
CONSTRUCTION JOINT: CONSTRUCTION JOINT: LEADER OR - 4= %0
WIDE (TYP.) \_1/2§ PREMOLDED 1/2%J PREMOLDED _/ wDTHT T 5 SURCHARGE ﬂg:gy 000 0000 000 0 000l ogmi 2 (MIN.)
BITUMINOUS EXPANSION BITUMINOUS EXPANSION W = = 00000 000 0 000 o
JOINT MATERIAL JOINT MATERIAL = T3 9 PIPE (SEE PLAN) 1= e o I I
—AES 000 0 0Q© 2©O 0 000[N | FILTER FABRIC
4 | 4112 =i —%’% - ALONG TRENCH WALLS
CONCRETE WALK & JOINT DETAIL 5’ 5 |15 FILTER Sl o ZB%00 250 R TOP AND BOTTOM
NOT TO SCALE ’ g FABRIC — [l Ao e e e 2" STONE TO THE SURFACE
6 6 118 AN R TN N R T = f PER DOT 816 SPECIFICATION
” PYLRN M.01.01 NO. 3
2” MIN. CLEAN
WASHED STONE &
4’ WHEN CALLED
FOR ON THE PLANS
AG%@%%E %22?5%5 STONE DRAINAGE TRENCH DETAIL
FINISH FINISH SECTION VIEW NOT TO SCALE
PAINTED UNIVERSAL
HANDICAP SYMBOL \ e ‘ NOTES:
4 HEIGHT & CENTERED f z|z 1. CONC. DRYWELLS SHALL BE DESIGN
S = TO WITHSTAND H—20 LOADING.
BN
S 10 = FURER || FLAT LOW | PRECAST CONCRETE DRYWELL
U s NOT TO SCALE 2" BITUMINOUS CONCRETE
TYPICAL HANDICAP PARKING SPACE B
MAX MAX AE GRADE TO DRAIN
NOT TO SCALE L slope Ll SLOPE L o g {
1:8 1:8 >‘ e
Sl _’—-FL[USH\ 3 [ ;|:||: ==
| / \_ \ APPROPRIATE NO. 3 NOSE BARS (TYP.) il
TAPERED CURB SECTION FLARED gé\é%im MIN. COVER 1%" SEE PLANS FOR SLOPE -
PLAN SIDE J”/FT MAX
NOTE TOOLED JOINT %"/FT MIN PROVIDE 4" OF PROCESSED
NOTE: » / GRAVEL BASE
ALL CONCRETE CURB RAMPS SHALL HAVE A EXPOSED AGGREGATE FINISH SURFACE 1" TAPER WC',E,T"}H'ES PTQLESD
TO PROVIDE A DETECTABLE WARNING TEXTURE AS REQUIRED BY SECTION 4.27 OF % RADILS f
ANSI A117.1-1986. * . . —— BITUMINOUS CONCRETE SIDEWALK

SIDEWALK RAMP DETAIL

NOT TO SCALE

THIS SIGN o .: : J i’. 3 ..'.'o o: ‘..‘:
TYPICAL AT PARKING A )
I 5" THICK CONCRETE
ALL ACCESSIBLE PR é—} < R7-8 W WALK — CLASS “F” CONCRETE
THIS SIGN TYPICAL AT ) - af (SEE CONC. WALK & JOINT DETAILS) SAWCUT EX. PAVEMENT &
ALL VAN ACCESSIBLE — 6 FOR FULL DEPTH R ’ . SEAL JOINT
PARKING SPACES o I FLUSH FOR DEPRESSED ) 6" COMPACTED GRAVEL BASE
\“( ACCEOSBLE [ — 127¢8” 10 °o WELDED WIRE FABRIC PER CONC. WALK & JOINT DETAIL e 15" CLASS 2 (SURFACE)
WORDING AS REQUIRED _— 12"x9 STATE APPROVED i - T CONCRETE CURB 5 o o© "0 o0 0 ag°
HANDICAPPED f0 . °- . o, .
BY STATE OR LOCAL LAW - . gﬁgEICAPPED P‘Rg‘; R o :io [ O\O\S\ ’ O .’ ‘0 o e’ o o @ SEASEECESSED
"y u ING SIGN 0 e w0 % 0f6 oo
U —CHANNEL _/ ! ~ TO INCLUDE FINE AMOUNT ok 2 - e © ° o © /™ PROCESSED GRAVEL BASE ST =00
POST (2-Ibs./ft.) Z s | i 2
E PAINTED GALVINIZED T ) P % 12" GRAVEL
4” PIPE BOLLARD PAINTED o
TRAFFIC YELLOW, FILLED % ° JS{IE[E)I&"PLZE"?&I]LARD MONOLITHIC CONCRETE CURB & SIDEWALK o5 SUBBASE
W/CONCRETE — | < NOT TO SCALE 5
5 2 00%0%2%00008
. FINISH ’L’%
OF GONGRETE ? GRADE PAVING SECTION
FILL AS NECESSARY BEHIND CURB, NOT TO SCALE
| LOAM (4" DEPTH) & SEED AREA
GROUND/PAV|NG !_! ' ' SISI=lE == i | GUTTER LINE 9” - ‘i
SURFACE R R 0 ¢ L I . ! R=9”
e b BACKFILL T 1 ®
3500 P.S.l. T SRR — = ] . CLA Englneers, Inc.
P.C. CONCRETE MR SRR N O CONCRETE Il N I SN T ~ . CIVIL « STRUCTURAL » SURVEYING
L N1 BASE (18" SQ) oo FoE = 6 45°
o | i =~ [k i
al_l A | TR | o 317 Main Street Norwich, CT 06360
- f === A BITUMINOUS CONCRETE | No. | Date Revision ' (860) BB6—1966 Fax (860) B886—9165
_ 050 0P R 0F 0. e ot e e L CURB INSTALLED Proj
RS A oL L QL egosT oS —< . roject No.
LE PARKING SIGN HANDICAPPED N';écﬁgg[\g(; SIGN DETAIL el T8 o e gif 0 ON BINDER: CLASS 3 TOWN OF MONTVILLE CLA-5502
N.T.S. NOTES: Oooog Proj. Engineer
VAN ACCESSIBLE PARKING SIGN 1. SIGNS AND PAVEMENT MARKINGS TO BE REFLECTIVE, ENGINEERS GRADE OR HIGHER, OQO%%%.@O FAIR OAKS FACILITY TLe
NOT TO SCALE USING MUTCD STANDARD HEIGHTS, POST/MOUNTING HARDWARE. Date=/ ,
5/3/16
2. ALL HANDICAP SIGNAGE, DIMENSIONS, AND SPACE MARKINGS SHALL BE IN ACCORDANCE WITH PAVEMENT SECTION SITE IMPROVEMENTS —
CGS 14—253az(h) AND THE 2003 PORTION OF THE STATE BUILDING CODE. BITUMINOUS CONCRETE CURBING
NOT TO SCALE DETAILS 3
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